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Munden Engineering 603-660-0241

06/04/2020
Hingham Planning Board
210 Central St # 10
Hingham, MA 02043

RE: Site Plan Review Application
31 Harborview Drive
Hingham MA 02043

Letter of Transmittal

We would like to submit the attached site plan review form and related design reports and plans regarding
proposed raze of single-story existing single-family dwelling and proposed two-story single-family dwelling

with basement and proposed changes in grade in the backyard.

Munden Engineering represents the property owners for this project and welcomes any questions or

concerns. Please contact Gamze Munden, P.E. directly at 603-660-0241 or info@mundenengineering.com.

Regards

Gamze Munden, P.E.
83 Morse Street
Norwood Ma 02021
781-302-6099

info@mundenengineering.com
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Hingham Planning Board
APPLICATION FOR SITE PLAN APPROVAL
IN ASSOCIATION WITH APPLICATION FOR SPECIAL PERMIT A2
Revised October, 2007

This application must be accompanied by a completed copy of the application for a Special Permit A2
submitted to the Zoning Board of Appeals.

For information on the Site Plan Approval process for projects requiring a Special Permit A2, , please see the

Planning Board Regulations Relative to the Issuance of Special Permits and Site Plan Review, available
www.hingham-ma.gov or at the Planning Board Office

Application Date: 06/04/2020

Contact Information for Applicant or Authorized Agent (Attorney, Contractor, etc.)

Name/Title: Paul Yingling

Address: 31 Harborview Dr Hingham MA

Project Location: 31 Harborview Drive Hingham MA

Brief Description of Work:

The applicant proposed a raze the existing single story single family dwelling and build two story single family
dwelling with basement. Proposed dwelling increases the impervious surface (roofs and driveways) on lot by
approximately 926 sq. ft. from existing impervious surface (2054 sq. ft.). The applicant also proposed a change in
grading in the back of the property in an area of approximately 7200 sq. ft. by proposing construction of an
embankment slope and raise the grade 2 ft. to 12 ft. and creating an approximately 22 degree slope extending to
approximately 20 ft from the back property line.
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Submittal Requirements for Site Plan Review in Association with a Special Permit A2

a. locus plan; diagram and statement of the ownership, area, dimensions, boundaries and principal
elevations of the subject property; location of structures within 100 feet of property line;

b. scaled and dimensioned plan of the location and footprint of existing and proposed buildings and

structures; if applicable, building elevations and floor layouts;

c. if applicable, plan showing proposed circulation of traffic within the development and in all adjacent

public ways; dimensioned plan of loading and parking areas, aisles and driveways; plan with detail

sheets if appropriate, profile and representative cross sections of proposed driveways and parking
areas;

analysis of compliance with all relevant dimensional provisions of this By-Law;

detailed information on utilities, lighting, landscaping, refuse storage and removal;

grading plan, drainage analysis and traffic analysis, as applicable;

analysis of the capacity of Town soils, water supply, ways and services to absorb the impact of the

proposed development;

h. analysis of compliance with the most current versions of the Massachusetts Department of
Environmental Protection Stormwater Management Policy and Standards, and Massachusetts Erosion
Sediment and Control Guidelines; and

1. such other materials necessary to enable Town boards to make a positive determination on
the proposed development.

@ o o

Request for Waiver from Site Plan Review Requirements

The Planning Board, may, upon written request of the applicant, waive any of the requirements of this section,
including the requirement for a public hearing, if the project constitutes a minor site plan review. In order to
constitute a minor site plan, the proposed work must be limited to interior renovations to a building or structure
which do not require a Special Permit A-2 or A-3 and/or do not materially or adversely affect conditions on the
site. Additionally, even when Site Plan Review is required, the Planning Board may, at their discretion waive
certain submittal requirements.

Please indicate requested relief (for example, “I request a waiver from the requirement for a public hearing” or
“I request a waiver from the requirement to submit a utilities plan and lighting plan”):

We request a a waiver from the following requirements to submit:

- detailed information on lighting, refuse storage and removal;

- traffic analysis

- analysis of the capacity of Town soils, water supply, ways and services to absorb the impact of the
proposed development;

Waiver Granted

Waiver NOT Granted

Signature of Authorized Agent (Chairman of the Planning Board or Town Planner) Date
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HINGHAM STORY BY—-LAW VERIFICATION

1) HIGHEST PRE CONSTRUCTION GRADE = 111 FT
PROPOSED TOP OF FOUNDATION = 112 FT
FIRST FLOOR ELEVATION = 113.5 FT

1135 — 111 = 25 FT <S5 FT

2) GRADE PLANE EL. = 107.5 FT
FIRST FLOOR ELEVATION = 113.5 FT
113.5 — 107.5 = 6 FT

3) TOTAL PERIMETER = 180 ft
SUBTRACT THE LENGTH WHERE THERE IS NO BASEMENT = 138 FT

PERIMETER LENGTH WHERE FINISHED GRADE ELEVATION IS BELOW 106 FT = 50 FT

(138-50)/138 = 64% AT OR ABOVE 106 ft

4) DIMENSION FROM LOWEST GRADE AT BUILDING TO FIRST FLOOR = 10 FT
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TRENCH CONSTRUCTION NOTES:

1. Digsafe must be contacted at least 72
business hours prior to starting work.
Contacting Digsafe and the safety of any
utilities present is contractor's responsibility.
Water and sanitary sewer lines must be
separated min, 10 ft at all times.

Building commissioner must be consulted and

permits must be obtained from the building

department prior to this work.

. Any trench over 5 feet depth requires shoring
per OSHA requirements.

. Caution must be exercised by the contractor
while excavating. Any damages to existing
utilities is not the responsibility of the
engineer of the record.
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PROPOSED 2,600 SF DWELLING
(1980 sQ. FT. IMPERVIOUS

SURFACE)
5 BEDROOMS
TFE = 112.0’
BFE = 103.0’

Sewer Inv. 109.8 ft.
See Note 3 (Plan Notes)
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SCALE 17

1. THE GEOTEXTILE FABRIC SHALL BE PLACED IN THE EXCAVATED TRENCH, BACKFILLED, AND COMPACTED
TO THE EXISTING GROUND SURFACE.

WOODEN 1/8"

OF HICKORY OR OAK AND 4 FEET LONG. STEEL POSTS SHALL *TEE® OR “U" TYPE WITH

A MINIMUM WEIGHT OF 1.3 POUNDS PER LINEAL FOOT AND 5 FEET LONG. POST SPACING SHALL

BE A MAXINUM OF 8 FEET FOR WOVEN FABRIC AND 3 FEET FOR NON-WOVEN FABRIC.

3. THE GEOTEXTILE FABRIC SHALL BE ATTACHED DIRECTLY TO THE UPSLOPE SIDE OF WOODEN POSTS WITH 0.5
INCH STAPLES IN AT LEAST 3 PLACES, OR WITH WOODEN LATH AND NALS. ATTACHMENT TO STEEL POSTS
WILL BE BY WIRE FASTENERS OR 50 POUND PLASTIC TIE STRAPS ON THE UPSLOPE SIDE.

4. THE GEOTEXTILE FABRIC SHALL CONSIST OF EITHER WOVEN OR NON—WOVEN POLYESTER, POLYPROPYLENE,

STABILIZED NYLON, POLVETHYLENE, OR POLYVINVLIDENE CHLORIDE. NON—WOVEN FABRIC MAY BE NEEDLE

PUNCHED, HEAT BONDED, RESIN BONDED, OR COMBINATIONS THEREOF. ALL FABRIC SHALL MEET THE

FOLLOWING REQUIREMENTS:

PLAN NOTES

Existing lot lines, existing conditions and elevations (including
prepared by Ross Engineering Company Inc. and dated 03/02/2020.

utilities and accessory structures) and the location of the proposed addition is based on the existing conditions plan

Contractor is responsible for digsafe and any and all safety measures and any necessary means and contracting to build the proposed structures to the specifications depicted on this

plan.

Existing sewer elevation and location to to remain the same as existing and a portion between lot line and the new foundation to be replaced. Invert elevation based on field
measurements and must be considered aproximate. water and sewer services must be placed minimum 10 feet apart where possible.

Driveway grading based on the owner’'s request. The owner of the property was informed driveway grading with a slope towards the garage was not advised and have been made aware of

the possible flooding and water damage problems and assumes full responsiblity for any problems that may arise regarding drainage and drainage caused problems from the driveway.

Test pit and test boring locations depicted are based on field measurements and must be considered approximate.

FLOW DIRECTION

EXCAVATED AND
BACKFILLED TRENCH

SUPPORT POSTS SHALL BE A MINIMUM DIMENSION OF 1-1/8" x 1~ AR OR KILN DRIED
BE STUDDED

JEST REQUIREMENT METHOD YALUE *
MINIMUM GRAB TENSLE STRENGTH ASTM D 4632 120 L8S.
IN THE MACHINE DIRECTION
MINMUM GRAB TENSLE STRENGTH ASTM D 4832 100 LBs.
IN THE CROSS MACHINE DIRECTION
WAXIMUM APPARENT OPENING SIZE ASTM D 4751 No. 30
EQUNVALENT STANDARD SIEVE
-1
MINIMUM_PERMITTIVITY ASTM D 4401 005 seC
-1
ASTM D 4491 0135 SEC
VAXIMUM PERMITTMITY e st
50 mm constant head.
ASTM D 4365 70%

MINIMUM ULTRAVIOLET STABILITY

* ALL NUMERICAL VALUES REPRESENT MINIMUM/MAXIMUM AVERAGE ROLL VALUES. (FOR EXAMPLE,
THE AVERAGE OF MINIMUM TEST RESULTS ON ANY ROLL IN A LOT SHOULD MEET OR EXCEED THE
MINIMUM SPECIFIED VALUES.)
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GENERAL EROSION AND SEDIMENT CONTROL NOTES:

1. All erosion and sediment control measures are to be
placed prior to commencement of land disturbance activities.

2. The contractor is responsible for installation of any additional
erosion control measures necessary to prevent erosion and
sedimentation.

3. All disturbances to drain to approved sediment control measures
at all times during land disturbing activities and during site
development until final stabilization is achieved.

4. The contractor shall inspect all erosion control measures weekly
and after each rainfall event. Any necessary repairs or cleanup to
maintain the effectiveness of the erosion control devices shall be

made immediately.

5. The contractor shall maintain a surplus supply of necessary
erosion control devices on—site for emergency use (straw bales,
wattles, filter berm, silt fence, stakes, crushed stone).

POST CONSTRUCTION SEDIMENT AND EROSION CONTROL NOTES:

Sloped areas must be inspected after every major storm
for the first 6 months after construction for signs of
erosion, qulleying, and intactness of the plants and
vegetation and riprap areas. if qulleying or localized,
differential erosion is observed the engineer of the
record must be connected. After the slopes, the
inspection frequency can reduce to a monthly schedule.

Maintenance of the vegetation. planting and the rip rap
areas are the responsibility of the owner.

NATIVE VEGETATION, SELECTED
BY QUALIFIED PROFESSIONAL

PLANTABLE FILL (TOP SOIL)

NOTE:

TOPSOIL SHALL BE LOAMY SAND OR FINER GRADATION WITH 10% - 15% ORGANIC CONTENT
OR MATERIAL APPROVED BY A QUALIFIED LANDSCAPE ARCHITECT. VEGETATION TYPE
SHALL BE SPECIFIED BY A QUALIFIED LANDSCAPE ARCHITECT.

EMBANKMENT CONSTRUCTION NOTES

STORMWATER MANAGEMENT NOTES

Existing Impervious Area:
Roof : 1234 sqg. ft.
Driveway : 614 sqg. ft.
Patio Pavers: 206 sq. ft.

Existing Total : 2054 sq. ft.

Proposed Impervious Area:
Roof : 1980 sqg. ft.
Driveway : 1000 sqg. ft.

17% Proposed Total : 2980 sq. ft.
WOOD POST

Increase in Impervious Area: 926 sqg. ft.

Peak Runoff rates for existing and proposed conditions are presented below:

Existing Conditions Proposed Conditions
Storm intensity Rainfall (in.) Runoff (cfs) Runoff (cfs)
2—yr 3.30 0.46 0.43
10—yr 4.89 0.99 0.95
25—yr 6.12 1.44 1.39
100—yr 8.60 2.38 2.33

CONSTRUCTION SEQUENCE
ltems must occur in the order listed; items cannot occur concurrently unless specifically noted.

1 No construction can begin until any and all permits are obtained from Town of Hingham
2 Pre—construction meeting on—site

3 Clearing & grubbing only as necessary for installation of perimeter controls

4. Installation of perimeter controls (silt fence)

5. Demolition of existing house dwelling (sediment & erosion control measures for these

a

6

7

8

reas must already be installed)
Clearing & grubbing for the remainder of the lot where grade changes are proposed

Construction of concrete foundation

Clearing & grubbing of site or demolition (sediment & erosion control measures for these
areas must

already be installed)

9. Rough grading (also see embankment construction notes)

10. Installation of utilities

11.  Fine grading, paving, etc. (also see embankment construction notes)

12. Construction of framing and exteriors including roofs, windows, doors, siding, decking etc.)
13. Permanent/final stabilization

Removal of temporary sediment & erosion control measures
14. Perform as—built surveys and submit to Town of Hingham for acceptance

PROFILE VIEW
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Method of Test T 99, Method C. If the material retained on the %—in. sieve is 30% or
more of the total sample, this test shall not apply and the material shall be

1.All material used for the construction of the fill slope (embankment) must have size 3 ) ! o

distribution in compliance with AASHTO A—1—b, MassDOT M1.03.0—1and/or MassDOT compacted to the target density. The target density shall be established by determining

M2.01.7—1. the number of passes of a roller required to produce a constant and uniform density,
after conducting a series of tests using either AASHTO T 310, In—Place Density and

2. Where required, crushed stone/riprap must be Modified rockfill as described in

Moisture Content of Soil and Soil—Aggregate by Nuclear Methods (Shallow Depth), or
AASHTO T 191, Density of Soil In—Place by the Sand—Cone Method. The Contractor

MassDOT specifications (2020) and shall consist of hard, durable angular shaped stones g > ]
which are the product of the primary crushing of a stone crusher. Rounded stone, shall, without additional compensation, employ whatever measures may be necessary to
adjust the natural water content of the suitable embankment material to permit the

boulders, sandstone and similar soft stone or relatively thin slabs will not be

acceptable.

Stone shall be free from overburden, spoil, shale, organic material and meet the

following gradation:

Size of Stone (in.) Passing Percentages
95-100
4 0-25
2% 0-5

2. All subgrade must be flattened to the extend possible, existing slopes benched

placement and compaction as hereinbefore specified.

6. Each lift of compacted materials shall be visibly crowned to allow drainage of
surface and rain waters off the surface of the embankment.

7. Embankment construction with materials other than rock shall not be placed from
December 1 to April 1, except with written permission of and under such special
conditions and restrictions as may be imposed by the Engineer. The work may be
ordered suspended if the weather and climactic conditions are such that the
embankment and excavation cannot be performed in accordance with the specifications.

oc-cordingly with O.SHA guidelines and all fill material to be removed frof” the bottom No additional compensation will be allowed to the Contractor for such suspension of
prior to construction. Crushed stone must be placed after granular fill is placed and work. If the work is ordered suspended due to weather or other climatic conditions not

compacted for the entire embankment.

under the control of the Contractor, an extension of time may be granted to the
Contractor by the Engineer.

3. The foundation areas shall be cleared, grubbed and stripped as required, and dall

Revisions

Rev. Rev.

No. Dote Description

soft, spongy or other material unsuitable for embankment foundation shall be removed.
When, in the Engineer’s judgment, there is reasonable doubt as to the suitability of the
existing material for embankment foundation, no further work shall be performed in the
area in question until the material is tested and approved for use or remedial methods

are ordered by the Engineer.

3. Where embankment is to be placed against existing earth slopes, steeper than 3 to
1, the slope shall be broken up into steps of random width as the fill is placed in
order to provide a suitable bond between the existing ground and the new

embankment.

4. If subsurface conditions different than what is shown on this plan and accompanying
reports are encountered during construction, the engineer of the record must be
connected immediately.

5. Fill material shall be placed and compacted in uniform layers not exceeding 12 in. in
depth, loose measurement; each layer of material shall be spread on the entire width
of the embankment and leveled off by approved equipment.

6. The embankment materials shall be compacted to not less than 95% of the
maximum dry density of the embankment material as determined by AASHTO Standard

7. The Contractor is responsible for all safety measures, equipment and mobilization,
and means and methods for the proposed work.

8. Topsoil and the planting plan and/or recommendations must be obtained by a
registered landscape architect or other landscape professional.

9. Engineer of the record shall not be liable for claims, liabilities or losses arising out of or
connected with modification or misuse of the design and information on this plan and related
reports and documents.

10. It is the contractors responsibility to obtain all documents regarding design and construction.

11. No changes in grade, construction of permanent or temporary structures, construction of
drainage open r subsurface drainage systems and structures, or excavation shall be performed
within a 100—ft of top of proposed embankment without consulting a registered professional

engineer.

OL/04/2020

PROPOSED
CUNDITIONS
SITE PLAN

31 Harborview Dr
Hingham MA

June 4th 2020

Prepared For:

PAUL YINGLING
&
STACY MARCUTTE

31 Harborview Dr
HINGHAM MA

Preparec By:

Munden Engineering

83 Morse Street

Norwood MA 02062
/81-302-6099

muncdenengineering.com
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Design Calculations & Standards

Pre- and Post-Development drainage calculations were prepared utilizing the U.S. Soil
Conservation Service Technical Release 20 — Urban Hydrology for Small Watersheds, Technical
Release 55 - Urban Hydrology for Small Watersheds, the U.S. Soil Conservation Service
National Engineering Hydrology Handbook, design rainfall data obtained from Extreme
Precipitation Tables presented by Northeast Regional Climate Center, and accepted engineering
design practice. These standards were applied in the use of HydroCAD stormwater modeling
software to generate a representative model of existing hydrology and proposed stormwater
management features. Details of this model can be found in the appendices of this report.

Where applicable, MA Department of Environmental Protection (DEP) Stormwater Handbook
performance standards, along with accepted engineering practices, are utilized in preparing a

stormwater management system design.

Locus Analysis & Project Summary

The project proponent and current property owners, Paul Yingling and Stacy Marcotte, are
proposing to raze the existing 2054 sg. ft. impervious area consisting of single family dwelling,
driveway and concrete patios, and propose to rebuild a single family dwelling and driveway
resulting in total of 2980 sq. ft. impervious surface and embankment slope in the back of the
property extending the existing slope. The difference between existing and proposed impervious

areas is approximately 926 sq. ft.

The existing parcel is located on the North side of Harborview Dr and abuts residential
properties to the North, East and West and has a 100 feet frontage on Harborview Dr on the
South side.

The NRCS Soil Survey classifies the native soils on site as a "Charlton-Urban land-Hollis
complex, 3 to 15 percent slopes, rocky (631 C)". This soil profile has a rating "C", which

indicates that a low infiltration rate can be expected for purposes of designing subsurface
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stormwater best management practices. Three (3) test borings and one (1) test pit were through
out the site in the back of the existing dwelling to ranging approximately 5 to 12 feet in depth,
and all test explorations were terminated in refusal. Please also refer to the test exploration logs

as depicted on the Stormwater Management and Erosion Control Plan in Appendix F.

Pre-Development Condition

Existing conditions of the lot included a single-family home, bituminous concrete driveway, and
a concrete areas (patio and walkway), landscaping and associated utilities. The total existing
impervious footprint on the site is 2054 square feet, which includes the existing house roof,
driveway, and patio. The existing topography slopes downhill from the foundation with slopes

ranging from 10 to 45 percent.

For the purposes of producing a hydrologic model, one design point was analyzed for the
predevelopment conditions, which includes runoff to neighboring properties and to the public

road.

Drainage calculations for the pre-development conditions are shown with the post-development

conditions below.

Post-Development Condition

The applicant proposes to raze existing dwelling, driveway and other appurtenances and rebuild
a single family dwelling and driveway resulting in total of 2980 sqg. ft. impervious surface and
embankment slope in the back of the property extending the existing slope. The difference in

impervious areas is 926 sq. ft. between existing and proposed conditions.

Proposed embankment slopes are flatter or equal to the existing slopes currently present on site.

The overall flattening of the steep slopes existing in pre-development conditions and proposed
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improvements to the ground surface and landscaping in favor of drainage properties
compensate for the increase in impervious surface due to their effect on time of concentration

and an increase in runoff is not estimated for post-construction calculations.

For the purposes of producing a hydrologic model, one design point was analyzed for the post-

development conditions, which includes runoff to neighboring properties.

Peak Runoff rates for existing and proposed conditions are presented below:

. Existin Proposed
Storm Frequency Ramfa_ll 2 Conditio?\s Congitions
(in) Runoff (cfs) Runoff (cfs)
2-yr 3.30 0.46 0.43
10 - yr 4.89 0.99 0.95
25-yr 6.12 1.44 1.39
100 - yr 8.60 2.38 2.33

Erosion Control

Construction Erosion Control

During construction, erosion control will be installed around the limit of work as indicated on
the site plans and maintained until the entire site is stabilized with vegetation. The erosion
control barrier will consist of a staked-in silt fence placed north, east and west sides of the

proposed construction area as depicted on the proposed conditions plan.

Post-Construction Erosion Control

Post construction erosion control will be accomplished with vegetation on the face and sides of

the slopes and with 8” Rip-Rap at the corners where proposed embankment meets existing slope.
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Compliance with Stormwater Management Standards:
The proposed project complies with the Stormwater Management Standards to the maximum
extent practicable as follows:

Standard 1: No New Stormwater Conveyances of Untreated Stormwater or

Erosion Offsite
There will be no new stormwater conveyances of untreated stormwater since peak runoff will be
reduced with the proposed infiltration system.

Potential for erosion will be greatly reduced by both the reduced peak runoff rates and also the
flattening of the existing steep slopes.

Standard 2: Peak Rate Attenuation

Peak rate of runoff, expressed in cubic feet per second (CFS) will be reduced due to increased
landscaping and surface conditions and flattening the existing slopes, below table hows peak
runoff volumes for the 2, 10, 25 and 100-year design storm events:

Design Storm Existing (CFS) | Proposed (CFS)
2-Year (3.30 inches) 0.46 0.43
10-Year (4.89 inches) 0.99 0.95
25-Year (6.12 inches) 1.44 1.33

100-Year (8.60 inches) 2.38 2.33

Standard 3: Recharge and Discharge Volume

Runoff attenuation was obtained through changes in grading for this project. Due to low
infiltration rates for the soil and the presence of slopes over 20 degrees, an infiltration system is
in a size is not feasible option for this project.

Standard 4: Water Quality
Not applicable.

Standard 5: Land Uses with Higher Pollutant Loads (LUHPPLSs)
Not applicable.

Standard 6: Critical Areas
The residential site is not located within a critical area, see attached MassGIS and Town of
Hingham map (Appendix A).
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Standard 7: Redevelopment
This project is considered redevelopment.

Standard 8: Construction Period Pollution Prevention and Erosion and

Sedimentation Control
See post-construction erosion control plan on the proposed conditions plan.

Standard 9: Long Term Operation and Maintenance Plan
See post-construction erosion control plan on the proposed conditions plan.

Standard 10: Prohibition of Illicit Discharges

Routine visual inspections, good housekeeping and compliance with MassDEP Stormwater
Management and Erosion and Sediment Control Policies are required to prevent illicit discharges
into the stormwater system.
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Appendix A
GIS and FEMA Maps
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Appendix B
NRCS Soil Data
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Soil Map—Plymouth County, Massachusetts
(31 Harborview Drive, Hingham, MA)
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Soil Map—Plymouth County, Massachusetts

31 Harborview Drive, Hingham, MA

Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI
305E Paxton fine sandy loam, 25 to 0.2 49.0%
35 percent slopes
340C Broadbrook very fine sandy 0.2 51.0%
loam, 8 to 15 percent slopes
Totals for Area of Interest 0.4 100.0%

USDA

Natural Resources

—=S - -
== Conservation Service

Web Soil Survey

National Cooperative Soil Survey

3/28/2020
Page 3 of 3



Map Unit Description: Paxton fine sandy loam, 25 to 35 percent slopes---Plymouth County, 31 Harborview Drive, Hingham, MA
Massachusetts

Plymouth County, Massachusetts

305E—Paxton fine sandy loam, 25 to 35 percent slopes

Map Unit Setting
National map unit symbol: 2w682
Elevation: 0 to 1,200 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 145 to 240 days
Farmland classification: Not prime farmland

Map Unit Composition
Paxton and similar soils: 90 percent
Minor components: 10 percent
Estimates are based on observations, descriptions, and transects of
the mapunit.

Description of Paxton

Setting
Landform: Drumlins, ground moraines, hills
Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Linear, convex
Across-slope shape: Convex
Parent material: Coarse-loamy lodgment till derived from gneiss,
granite, and/or schist

Typical profile
Ap - 0 to 8 inches: fine sandy loam
Bw1 - 8 to 15 inches: fine sandy loam
Bw2 - 15 to 26 inches: fine sandy loam
Cd - 26 to 65 inches: gravelly fine sandy loam

Properties and qualities

Slope: 25 to 35 percent

Depth to restrictive feature: 20 to 39 inches to densic material

Natural drainage class: Well drained

Runoff class: High

Capacity of the most limiting layer to transmit water (Ksat): Very
low to moderately low (0.00 to 0.14 in/hr)

Depth to water table: About 18 to 37 inches

Frequency of flooding: None

Frequency of ponding: None

Salinity, maximum in profile: Nonsaline (0.0 to 1.9 mmhos/cm)

Available water storage in profile: Low (about 4.1 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 4e
Hydrologic Soil Group: C

USDA  Natural Resources Web Soil Survey 3/28/2020
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Map Unit Description: Paxton fine sandy loam, 25 to 35 percent slopes---Plymouth County,
Massachusetts

31 Harborview Drive, Hingham, MA

Hydric soil rating: No

Minor Components

Charlton

Percent of map unit: 8 percent

Landform: Hills

Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Convex

Across-slope shape: Convex

Hydric soil rating: No

Woodbridge

Percent of map unit: 2 percent

Landform: Hills, drumlins, ground moraines
Landform position (two-dimensional): Backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Concave

Across-slope shape: Linear

Hydric soil rating: No

Data Source Information

Soil Survey Area: Plymouth County, Massachusetts
Survey Area Data: Version 12, Sep 12, 2019
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Map Unit Description: Broadbrook very fine sandy loam, 8 to 15 percent slopes---Plymouth

County, Massachusetts

31 Harborview Drive, Hingham, MA

Plymouth County, Massachusetts

340C—Broadbrook very fine sandy loam, 8 to 15 percent

slopes

Map Unit Setting
National map unit symbol: 9y4b
Elevation: 50 to 400 feet
Mean annual precipitation: 41 to 54 inches
Mean annual air temperature: 43 to 54 degrees F
Frost-free period: 145 to 240 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Broadbrook and similar soils: 80 percent
Minor components: 20 percent
Estimates are based on observations, descriptions, and transects of
the mapunit.

Description of Broadbrook

Setting
Landform: Hills, drumlins, till plains
Landform position (two-dimensional): Shoulder, backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Convex
Parent material: Coarse-loamy eolian deposits over coarse-loamy
lodgment till

Typical profile
Oi - 0 to 2 inches: slightly decomposed plant material
Oe - 2 to 4 inches: moderately decomposed plant material
A -4 to 6 inches: very fine sandy loam
Bw1 - 6 to 18 inches: very fine sandy loam
Bw2 - 18 to 30 inches: very fine sandy loam
2Cd1 - 30 to 44 inches: gravelly fine sandy loam
2Cd2 - 44 to 63 inches: gravelly sandy loam

Properties and qualities
Slope: 8 to 15 percent
Depth to restrictive feature: 20 to 39 inches to densic material
Natural drainage class: Well drained
Runoff class: Low
Capacity of the most limiting layer to transmit water (Ksat): Very
low to moderately high (0.00 to 0.20 in/hr)
Depth to water table: About 18 to 30 inches
Frequency of flooding: None
Frequency of ponding: None
Available water storage in profile: Low (about 4.6 inches)
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Map Unit Description: Broadbrook very fine sandy loam, 8 to 15 percent slopes---Plymouth 31 Harborview Drive, Hingham, MA
County, Massachusetts

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 3e
Hydrologic Soil Group: C
Hydric soil rating: No

Minor Components

Woodbridge
Percent of map unit: 5 percent
Landform: Drumlins, till plains, hills
Landform position (two-dimensional): Backslope, shoulder
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Concave
Hydric soil rating: No

Montauk
Percent of map unit: 5 percent
Landform: Till plains, drumlins, ground moraines
Landform position (two-dimensional): Shoulder, backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Convex
Hydric soil rating: No

Canton
Percent of map unit: 5 percent
Landform: Hills, till plains, ridges
Landform position (two-dimensional): Shoulder, backslope
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Convex
Hydric soil rating: No

Paxton
Percent of map unit: 5 percent
Landform: Drumlins, ground moraines, hills, till plains
Landform position (two-dimensional): Backslope, shoulder
Landform position (three-dimensional): Side slope
Down-slope shape: Linear
Across-slope shape: Convex
Hydric soil rating: No

Data Source Information

Soil Survey Area: Plymouth County, Massachusetts
Survey Area Data: Version 12, Sep 12, 2019

USDA  Natural Resources Web Soil Survey 3/28/2020
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3/31/2020

Extreme Precipitation Tables: 42.248°N, 70.908°W

Extreme Precipitation Tables

Northeast Regional Climate Center

Data represents point estimates calculated from partial duration series. All precipitation amounts are displayed in inches.

Smoothing
State
Location
Longitude
Latitude
Elevation
Date/Time

Yes

Massachusetts

70.908 degrees West

42.248 degrees North
0 feet
Tue, 31 Mar 2020 20:02:44 -0400

Extreme Precipitation Estimates

Smin |10min |15min |30min|60min|120min 1hr | 2hr | 3hr | 6hr | 12hr | 24hr | 48hr 1day | 2day |4day | 7day [10day
lyr 1028 043 | 0.54 | 0.70 | 0.88 | 1.11 | 1yr |0.76|1.05|1.29(1.65(2.12 | 2.73 | 3.06 | 1yr |2.42|2.94|3.40|4.02 | 4.77 | 1yr
2yr [035] 055 | 068 | 090 | 1.13 | 1.42 | 2yr [0.97|1.30{1.65|2.07| 2.62 (\3.301 3.67| 2yr | 2.92|3.53(4.06(4.81| 545 | 2yr
Syr |0.42| 0.66 | 0.83 | 1.11 | 1.42 | 1.80 | Syr [1.22]1.64|2.09|2.63]|3.30 | 4.13 | 4.68 | Syr |3.65|4.50|5.14|6.07 | 6.78 | Syr
10yr [0.48| 0.75 [ 0.95 | 1.29 | 1.68 | 2.15 | 10yr [1.45(1.95|2.51|3.15| 3.94 (4.89) 5.62 10yr | 4.33 | 5.40 [ 6.15 | 7.24 | 8.02 | 10yr
25yr | 0.57| 091 | 1.16 | 1.59 | 2.11 | 2.73 | 25yr |1.82|2.45|3.18(3.99]|4.96 { 6.12 ) 7.16 | 25yr | 5.41 | 6.89 | 7.81 | 9.15 | 10.00 | 25yr
S50yr | 0.65] 1.04 | 1.33 | 1.87 | 2.52 | 3.28 |50yr |2.17|2.92|3.83]|4.80( 5.93 | 7.25 | 8.61 | 50yr | 6.42 | 8.28 | 9.35 |10.92| 11.83 | S0yr
100yr| 0.74 | 1.20 | 1.55 | 2.20 | 3.00 | 3.93 |100yr|2.59|3.47|4.60(5.75| 7.08 '8.60) 10.36|100yr| 7.61 | 9.96 |11.21{13.04| 14.00 |100yr
200yr| 0.86| 1.40 | 1.82 | 2.60 | 3.58 | 4.70 |200yr|3.09]|4.13|5.51|6.88] 8.43 [10.21{12.47|200yr| 9.03 |11.99|13.44|15.58]|16.57 |200yr
500yr| 1.04 | 1.71 | 2.22 | 3.23 | 453 | 598 |500yr|3.91|5.21]7.01|8.74|10.66(12.81{15.94|500yr|11.34|15.33(17.09{19.72]|20.72 | S00yr
Lower Confidence Limits
Smin|10min[15min|30min[60min|120min 1hr | 2hr | 3hr | 6hr |[12hr|24hr| 48hr 1day|2day |4day [ 7day |10day
lyr [0.25] 039 | 0.48 | 0.64 | 0.79 | 0.88 | 1yr |0.68(0.86]|1.16(1.44]1.82|2.54|2.78 | 1yr [2.25(2.672.93|3.51| 4.41 | 1yr
2yr (034 0.52 | 0.64 | 0.87 | 1.07 | 1.28 | 2yr [0.93|1.25)1.47]1.96]2.53|3.15|3.56 | 2yr [2.79]13.423.92|4.64| 525 | 2yr
Syr [0.40] 0.61 | 0.76 | 1.04 | 1.32 | 1.54 | Syr [1.14[1.50{1.75|2.29(2.94(3.84]|4.30 | Syr [3.40|4.13]4.70 | 5.51 | 6.22 | Syr
10yr | 0.44 | 0.68 | 0.84 | 1.18 | 1.52 | 1.76 | 10yr |1.31|1.72|2.00{2.57]|3.29|4.42|4.94 | 10yr [3.91|4.75]|5.38 [ 6.26 | 7.09 | 10yr
25yr [0.51 0.78 | 0.97 | 1.38 | 1.82 | 2.10 | 25yr |1.57]2.05|2.34(3.00(3.825.30] 5.95 | 25yr |4.69| 5.73 | 6.43 | 7.42 | 8.41 | 25yr
S0yr | 0.57 | 0.87 | 1.08 | 1.55 | 2.09 | 2.40 | SOyr |1.80]2.35(2.63(3.38|4.27|6.12] 6.86 | S0yr | 5.42| 6.59 | 7.36 | 8.40 [ 9.61 | S0yr
100yr| 0.64 | 0.97 | 1.22 | 1.76 | 2.41 | 2.73 [100yr|2.08]|2.67|2.96]3.81|4.787.06| 7.91 [100yr|6.25] 7.60 | 8.45 | 9.50 | 10.99 |100yr
200yr{ 0.72| 1.09 | 1.38 | 2.00 | 2.79 | 3.13 |200yr|2.41]3.06(3.32(4.28]5.35]8.17| 9.15 [200yr|7.23 | 8.80 | 9.75 |10.76] 12.58 |200yr
500yr{0.85| 1.27 | 1.63 | 2.37 | 3.37 | 3.72 |500yr|2.91]3.64|3.86/5.00|6.2219.9911.14|500yr| 8.84 |10.71|11.70]12.73| 15.09 |500yr
Upper Confidence Limits
Smin|10min[15min|30min|60min|120min 1hr | 2hr |3hr | 6hr [12hr |24hr | 48hr 1day | 2day | 4day | 7day |10day
lyr 1031 048 | 0.58 [ 0.79 | 0.97 | 1.14 | 1yr |0.83]|1.11|1.35[1.80|2.31]2.9313.40| 1yr [2.59(3.27]3.70 | 4.40| 5.15 | 1yr
2yr [0.37] 057 | 0.70 | 0.94 | 1.16 | 1.38 | 2yr [1.00{1.35]1.60] 2.11 | 2.72| 3.44 | 3.87 | 2yr |3.05|3.72|4.28 | 5.05| 5.67 | 2yr
Syr [0.46] 0.71 | 0.88 | 1.21 | 1.54 | 1.81 | Syr [1.33|1.77|2.10| 2.72 | 3.46 | 4.46 | 5.08 | Syr [3.95]4.885.596.60| 7.35 | Syr
10yr |0.56 | 0.87 | 1.07 | 1.50 | 1.94 | 2.24 | 10yr [1.67]2.19(2.58] 3.31 | 4.16 | 5.52 1 6.29 | 10yr | 4.89 | 6.05 | 6.90 | 8.11 | 8.95 | 10yr
25yr | 0.74] 1.12 | 1.40 | 1.99 | 2.62 | 2.95 |25yr |2.26|2.88]3.45|4.30 | 5.32| 7.30 | 8.33 | 25yr [ 6.46 | 8.01 | 9.15 [10.67| 11.59 | 25yr
50yr | 0.90] 1.37 | 1.70 | 2.45 | 3.30 | 3.65 |[SOyr |2.85|3.57|4.28]5.23 | 6.42 | 8.99 [10.32| SOyr [ 7.959.92 |11.35]|13.10] 14.03 | 50yr
100yr| 1.11 | 1.67 | 2.10 | 3.03 | 4.16 | 4.50 |100yr|3.59]|4.40(5.33] 6.39 | 7.74 |11.04]12.77{100yr| 9.77 {12.28|14.05/16.12] 17.06 [100yr
200yr| 1.36 | 2.04 | 2.59 | 3.75 | 523 | 5.57 |200yr|4.51|5.45]6.64] 7.78 | 9.32 |13.55]|15.81|200yr|11.99(15.20({17.35]19.84]20.72 |200yr
500yr| 1.79 | 2.66 | 3.42 | 497 | 7.07 | 7.37 |500yr|6.10{7.20{8.91]10.12|11.96|17.74]|20.94|500yr|15.70(20.14(22.89]26.05]26.82 | 500yr
Powered by cIs
Northeast Regional
Climate Center

precip.eas.cornell.edu/data.php?1585699362619
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Appendix D
Pre-Development Drainage Calculations



Reach

Existing Gonditions

N4

2R

Site Runoff

Routing Diagram for 31 Harborview - Existing
Prepared by Munden Engineering LLC

HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC




31 Harborview - Existing

Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC

31 Harborview Drive - Existing

Page 2

Area Listing (all nodes)

Area CN Description
(sqg-ft) (subcatchment-numbers)

206 98 Concrete patios and pads, HSG C (1S)
614 98 Driveway, HSG C (1S)
14,252 70 Grass Cover > 75%; HSG C (1S)
1,234 98 Roofs, HSG C (1S)
16,306 74 TOTAL AREA




31 Harborview - Existing

Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC

31 Harborview Drive - Existing

Page 3

Soil Listing (all nodes)

Area Soll Subcatchment
(sqg-ft) Group Numbers
0 HSG A
0 HSG B
16,306 HSG C 1S
0 HSG D
0 Other
16,306 TOTAL AREA



31 Harborview - Existing
Prepared by Munden Engineering LLC

31 Harborview Drive - Existing

HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 4
Ground Covers (all nodes)
HSG-A HSG-B HSG-C HSG-D Other Total Ground St
(sqg-ft) (sqg-ft) (sqg-ft) (sqg-ft) (sqg-ft) (sg-ft) Cover NL
0 0 206 0 0 206 Concrete patios
and pads
0 0 614 0 0 614 Driveway
0 0 14,252 0 0 14,252  Grass Cover >
75%;
0 0 1,234 0 0 1,234 Roofs
0 0 16,306 0 0 16,306 TOTAL AREA



31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 2yr 24hr Rainfall=3.30"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 5

Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 1S: Existing Conditions Runoff Area=16,306 sf 12.60% Impervious Runoff Depth=1.10"
Flow Length=149" Tc=6.0 min CN=74 Runoff=0.46 cfs 1,500 cf

Reach 2R: Site Runoff Inflow=0.46 cfs 1,500 cf
Outflow=0.46 cfs 1,500 cf

Total Runoff Area = 16,306 sf Runoff Volume = 1,500 cf Average Runoff Depth = 1.10"
87.40% Pervious = 14,252 sf 12.60% Impervious = 2,054 sf



31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 2yr 24hr Rainfall=3.30"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 6

Summary for Subcatchment 1S: Existing Conditions

Runoff = 0.46 cfs @ 12.10 hrs, Volume= 1,500 cf, Depth= 1.10"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs
Type Il 24-hr 2yr 24hr Rainfall=3.30"

Area (sf) CN Description
1,234 98 Roofs, HSG C

* 614 98 Driveway, HSG C
* 206 98 Concrete patios and pads, HSG C
* 14,252 70 Grass Cover > 75%; HSG C
16,306 74  Weighted Average
14,252 87.40% Pervious Area
2,054 12.60% Impervious Area
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
3.2 32 0.0312 0.16 Sheet Flow, Driveway
Grass: Short n=0.150 P2=3.30"
1.5 27 0.1480 0.30 Sheet Flow, Backyard
Grass: Short n=0.150 P2=3.30"
0.1 26 0.4600 3.39 Shallow Concentrated Flow, Slope 1
Woodland Kv=5.0 fps
0.5 64 0.2100 2.29 Shallow Concentrated Flow, Slope 2

Woodland Kv= 5.0 fps
5.3 149 Total, Increased to minimum Tc = 6.0 min




31 Harborview - Existing

31 Harborview Drive - Existing

Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC

Type lll 24-hr 2yr 24hr Rainfall=3.30"

Page 7

Flow (cfs)

Subcatchment 1S: Existing Conditions
Hydrograph
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31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 2yr 24hr Rainfall=3.30"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 8

Summary for Reach 2R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 12.60% Impervious, Inflow Depth = 1.10" for 2yr 24hr event
Inflow = 0.46 cfs @ 12.10 hrs, Volume= 1,500 cf
Outflow = 0.46 cfs @ 12.10 hrs, Volume= 1,500 cf, Atten= 0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 2R: Site Runoff
Hydrograph

H Inflow
O Outflow
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31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 10yr 24hr Rainfall=4.89"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 9

Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 1S: Existing Conditions Runoff Area=16,306 sf 12.60% Impervious Runoff Depth=2.28"
Flow Length=149" Tc=6.0 min CN=74 Runoff=0.99 cfs 3,094 cf

Reach 2R: Site Runoff Inflow=0.99 cfs 3,094 cf
Outflow=0.99 cfs 3,094 cf

Total Runoff Area = 16,306 sf Runoff Volume = 3,094 cf Average Runoff Depth = 2.28"
87.40% Pervious = 14,252 sf 12.60% Impervious = 2,054 sf



31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 10yr 24hr Rainfall=4.89"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 10

Summary for Subcatchment 1S: Existing Conditions

Runoff = 0.99 cfs @ 12.09 hrs, Volume= 3,094 cf, Depth= 2.28"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs
Type lll 24-hr 10yr 24hr Rainfall=4.89"

Area (sf) CN Description
1,234 98 Roofs, HSG C

* 614 98 Driveway, HSG C
* 206 98 Concrete patios and pads, HSG C
* 14,252 70 Grass Cover > 75%; HSG C
16,306 74  Weighted Average
14,252 87.40% Pervious Area
2,054 12.60% Impervious Area
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
3.2 32 0.0312 0.16 Sheet Flow, Driveway
Grass: Short n=0.150 P2=3.30"
1.5 27 0.1480 0.30 Sheet Flow, Backyard
Grass: Short n=0.150 P2=3.30"
0.1 26 0.4600 3.39 Shallow Concentrated Flow, Slope 1
Woodland Kv=5.0 fps
0.5 64 0.2100 2.29 Shallow Concentrated Flow, Slope 2

Woodland Kv= 5.0 fps
5.3 149 Total, Increased to minimum Tc = 6.0 min




31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 10yr 24hr Rainfall=4.89"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 11

Subcatchment 1S: Existing Conditions
Hydrograph
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31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 10yr 24hr Rainfall=4.89"

Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 12

Summary for Reach 2R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 12.60% Impervious, Inflow Depth = 2.28" for 10yr 24hr event
Inflow = 0.99 cfs @ 12.09 hrs, Volume= 3,094 cf
Outflow = 0.99cfs @ 12.09 hrs, Volume= 3,094 cf, Atten= 0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 2R: Site Runoff
Hydrograph

H Inflow
O Outflow

Flow (cfs)
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31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 25yr 24hr Rainfall=6.12"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 13

Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 1S: Existing Conditions Runoff Area=16,306 sf 12.60% Impervious Runoff Depth=3.29"
Flow Length=149" Tc=6.0 min CN=74 Runoff=1.44 cfs 4,465 cf

Reach 2R: Site Runoff Inflow=1.44 cfs 4,465 cf
Outflow=1.44 cfs 4,465 cf

Total Runoff Area = 16,306 sf Runoff Volume = 4,465 cf Average Runoff Depth = 3.29"
87.40% Pervious = 14,252 sf 12.60% Impervious = 2,054 sf



31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 25yr 24hr Rainfall=6.12"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 14

Summary for Subcatchment 1S: Existing Conditions

Runoff = 144 cfs @ 12.09 hrs, Volume= 4,465 cf, Depth= 3.29"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs
Type lll 24-hr 25yr 24hr Rainfall=6.12"

Area (sf) CN Description
1,234 98 Roofs, HSG C

* 614 98 Driveway, HSG C
* 206 98 Concrete patios and pads, HSG C
* 14,252 70 Grass Cover > 75%; HSG C
16,306 74  Weighted Average
14,252 87.40% Pervious Area
2,054 12.60% Impervious Area
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
3.2 32 0.0312 0.16 Sheet Flow, Driveway
Grass: Short n=0.150 P2=3.30"
1.5 27 0.1480 0.30 Sheet Flow, Backyard
Grass: Short n=0.150 P2=3.30"
0.1 26 0.4600 3.39 Shallow Concentrated Flow, Slope 1
Woodland Kv=5.0 fps
0.5 64 0.2100 2.29 Shallow Concentrated Flow, Slope 2

Woodland Kv= 5.0 fps
5.3 149 Total, Increased to minimum Tc = 6.0 min
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Type lll 24-hr 25yr 24hr Rainfall=6.12"
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Flow (cfs)
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31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 25yr 24hr Rainfall=6.12"
Prepared by Munden Engineering LLC
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Summary for Reach 2R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 12.60% Impervious, Inflow Depth = 3.29" for 25yr 24hr event
Inflow = 144 cfs @ 12.09 hrs, Volume= 4,465 cf
Outflow = 144 cfs @ 12.09 hrs, Volume= 4,465 cf, Atten=0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 2R: Site Runoff
Hydrograph
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31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 100yr 24hr Rainfall=8.60"
Prepared by Munden Engineering LLC
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Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 1S: Existing Conditions Runoff Area=16,306 sf 12.60% Impervious Runoff Depth=5.47"
Flow Length=149" Tc=6.0 min CN=74 Runoff=2.38 cfs 7,427 cf

Reach 2R: Site Runoff Inflow=2.38 cfs 7,427 cf
Outflow=2.38 cfs 7,427 cf

Total Runoff Area = 16,306 sf Runoff Volume = 7,427 cf Average Runoff Depth = 5.47"
87.40% Pervious = 14,252 sf 12.60% Impervious = 2,054 sf



31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 100yr 24hr Rainfall=8.60"
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Summary for Subcatchment 1S: Existing Conditions

Runoff = 238 cfs @ 12.09 hrs, Volume= 7,427 cf, Depth= 5.47"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs
Type Il 24-hr 100yr 24hr Rainfall=8.60"

Area (sf) CN Description
1,234 98 Roofs, HSG C

* 614 98 Driveway, HSG C
* 206 98 Concrete patios and pads, HSG C
* 14,252 70 Grass Cover > 75%; HSG C
16,306 74  Weighted Average
14,252 87.40% Pervious Area
2,054 12.60% Impervious Area
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
3.2 32 0.0312 0.16 Sheet Flow, Driveway
Grass: Short n=0.150 P2=3.30"
1.5 27 0.1480 0.30 Sheet Flow, Backyard
Grass: Short n=0.150 P2=3.30"
0.1 26 0.4600 3.39 Shallow Concentrated Flow, Slope 1
Woodland Kv=5.0 fps
0.5 64 0.2100 2.29 Shallow Concentrated Flow, Slope 2

Woodland Kv= 5.0 fps
5.3 149 Total, Increased to minimum Tc = 6.0 min
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Type Il 24-hr 100yr 24hr Rainfall=8.60"
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Flow (cfs)
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Hydrograph

2.38 cfs |

g Type : | 24-hr

b s I
N
c

off Area="
Runoff Volume=
unoff De

306 sf
427 cf

th=5.47"

p |
ngth=149
- .

NN\ AN
)
- 0

0 2 4 6 8 10 1214 16 1820 22 24 26 28 30 32 34 36 38 40 42 44 46 48 50 52 54 56 58 60 62 64 66 68 70 72
Time (hours)




31 Harborview Drive - Existing

31 Harborview - Existing Type Il 24-hr 100yr 24hr Rainfall=8.60"
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Summary for Reach 2R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 12.60% Impervious, Inflow Depth = 5.47" for 100yr 24hr event
Inflow = 238 cfs @ 12.09 hrs, Volume= 7,427 cf
Outflow = 2.38cfs@ 12.09 hrs, Volume= 7,427 cf, Atten= 0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 2R: Site Runoff
Hydrograph
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31 Harborview Drive - Proposed

Page 2

Area Listing (all nodes)

Area CN Description
(sq-ft) (subcatchment-numbers)
1,000 98 Driveway, HSG C (2S)
13,326 70 Grass Cover > 75%; HSG C (2S)
1,980 98 Unconnected Roofs, HSG C (2S)
16,306 75 TOTAL AREA
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31 Harborview Drive - Proposed

Page 3

Soil Listing (all nodes)

Area Soll Subcatchment
(sqg-ft) Group Numbers
0 HSG A
0 HSG B
16,306 HSG C 28
0 HSG D
0 Other
16,306 TOTAL AREA
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Ground Covers (all nodes)

HSG-A HSG-B HSG-C HSG-D Other Total Ground Subcatc
(sq-ft) (sg-ft) (sq-ft) (sg-ft) (sq-ft) (sg-ft) Cover Numbel
0 0 1,000 0 0 1,000 Driveway
0 0 13,326 0 0 13,326  Grass Cover >
75%;
0 0 1,980 0 0 1,980 Unconnected
Roofs

0 0 16,306 0 0 16,306 TOTAL AREA



31 Harborview Drive - Proposed

31 Harborview - Proposed Type Ill 24-hr 2yr 24hr Rainfall=3.30"
Prepared by Munden Engineering LLC
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Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 2S: Proposed Conditions  Runoff Area=16,306 sf 18.28% Impervious Runoff Depth=1.05"
Flow Length=149" Tc=6.0 min Ul Adjusted CN=73 Runoff=0.43 cfs 1,423 cf

Reach 10R: Site Runoff Inflow=0.43 cfs 1,423 cf
Outflow=0.43 cfs 1,423 cf

Total Runoff Area = 16,306 sf Runoff Volume = 1,423 cf Average Runoff Depth = 1.05"
81.72% Pervious = 13,326 sf 18.28% Impervious = 2,980 sf



31 Harborview Drive - Proposed

31 Harborview - Proposed Type Ill 24-hr 2yr 24hr Rainfall=3.30"
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Summary for Subcatchment 2S: Proposed Conditions Unconnected

Runoff = 0.43cfs@ 12.10 hrs, Volume= 1,423 cf, Depth= 1.05"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs
Type Il 24-hr 2yr 24hr Rainfall=3.30"

Area (sf) CN Adj Description

* 1,980 98 Unconnected Roofs, HSG C
* 1,000 98 Driveway, HSG C
* 13,326 70 Grass Cover > 75%; HSG C
16,306 75 73 Weighted Average, Ul Adjusted
13,326 81.72% Pervious Area
2,980 18.28% Impervious Area
1,980 66.44% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.3 32 0.0625 1.75 Sheet Flow, Driveway
Smooth surfaces n=0.011 P2=3.30"
1.9 30 0.1000 0.26 Sheet Flow, Back yard
Grass: Short n=0.150 P2=3.30"
0.2 20 0.0500 1.57 Shallow Concentrated Flow, Back yard 2
Short Grass Pasture Kv= 7.0 fps
0.3 55 0.2200 3.28 Shallow Concentrated Flow, Slope
Short Grass Pasture Kv= 7.0 fps
0.1 12 0.2500 3.50 Shallow Concentrated Flow,

Short Grass Pasture Kv= 7.0 fps
2.8 149 Total, Increased to minimum Tc = 6.0 min
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Type lll 24-hr 2yr 24hr Rainfall=3.30"

Page 7

Flow (cfs)
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31 Harborview Drive - Proposed

31 Harborview - Proposed Type Il 24-hr 2yr 24hr Rainfall=3.30"
Prepared by Munden Engineering LLC
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Summary for Reach 10R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 18.28% Impervious, Inflow Depth = 1.05" for 2yr 24hr event
Inflow = 0.43cfs@ 12.10 hrs, Volume= 1,423 cf
Outflow = 0.43 cfs@ 12.10 hrs, Volume= 1,423 cf, Atten= 0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 10R: Site Runoff

Hydrograph
é // [ Inflow
8:2 ://;/ 0.43 cfs O Outflow
oaal b nflow Area=16,3 sf
: a4 H
0.42%
0.4 ////
0.38 /)///
0364
0.34 //v//
03234
0.3 /)///
- 0.28 j// P
S 0264
z 0243 7
o 022§ 7
o023
0183
0164
0143 U
0124 ’
01y
0084
0.064
0.044
0.02%

0 L
0 2 4 6 8 10121416 1820 22 24 26 28 30 32 34 36 38 40 42 44 46 48 50 52 54 56 58 60 62 64 66 68 70 72
Time (hours)



31 Harborview Drive - Proposed

31 Harborview - Proposed Type Il 24-hr 10yr 24hr Rainfall=4.89"
Prepared by Munden Engineering LLC
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Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 2S: Proposed Conditions  Runoff Area=16,306 sf 18.28% Impervious Runoff Depth=2.19"
Flow Length=149" Tc=6.0 min Ul Adjusted CN=73 Runoff=0.95 cfs 2,982 cf

Reach 10R: Site Runoff Inflow=0.95 cfs 2,982 cf
Outflow=0.95 cfs 2,982 cf

Total Runoff Area = 16,306 sf Runoff Volume = 2,982 cf Average Runoff Depth = 2.19"
81.72% Pervious = 13,326 sf 18.28% Impervious = 2,980 sf
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31 Harborview Drive - Proposed
Type Il 24-hr 10yr 24hr Rainfall=4.89"

HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC

Page 10

Summary for Subcatchment 2S: Proposed Conditions Unconnected

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Type Il 24-hr 10yr 24hr Rainfall=4.89"

0.95cfs @ 12.09 hrs, Volume=

2,982 cf, Depth= 2.19"

Area(sf) CN Adj Description
* 1,980 98 Unconnected Roofs, HSG C
* 1,000 98 Driveway, HSG C
* 13,326 70 Grass Cover > 75%; HSG C
16,306 75 73 Weighted Average, Ul Adjusted
13,326 81.72% Pervious Area
2,980 18.28% Impervious Area
1,980 66.44% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.3 32 0.0625 1.75 Sheet Flow, Driveway
Smooth surfaces n=0.011 P2=3.30"
1.9 30 0.1000 0.26 Sheet Flow, Back yard
Grass: Short n=0.150 P2=3.30"
0.2 20 0.0500 1.57 Shallow Concentrated Flow, Back yard 2
Short Grass Pasture Kv= 7.0 fps
0.3 55 0.2200 3.28 Shallow Concentrated Flow, Slope
Short Grass Pasture Kv= 7.0 fps
0.1 12 0.2500 3.50 Shallow Concentrated Flow,

Short Grass Pasture Kv= 7.0 fps

2.8 149

Total, Increased to minimum Tc = 6.0 min
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Subcatchment 2S: Proposed Conditions Unconnected
Hydrograph
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31 Harborview Drive - Proposed

31 Harborview - Proposed Type Il 24-hr 10yr 24hr Rainfall=4.89"
Prepared by Munden Engineering LLC
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Summary for Reach 10R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 18.28% Impervious, Inflow Depth = 2.19" for 10yr 24hr event
Inflow = 0.95cfs @ 12.09 hrs, Volume= 2,982 cf
Outflow = 0.95cfs @ 12.09 hrs, Volume= 2,982 cf, Atten= 0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 10R: Site Runoff
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31 Harborview - Proposed Type Il 24-hr 25yr 24hr Rainfall=6.12"
Prepared by Munden Engineering LLC
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Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 2S: Proposed Conditions  Runoff Area=16,306 sf 18.28% Impervious Runoff Depth=3.19"
Flow Length=149" Tc=6.0 min Ul Adjusted CN=73 Runoff=1.39 cfs 4,333 cf

Reach 10R: Site Runoff Inflow=1.39 cfs 4,333 cf
Outflow=1.39 cfs 4,333 cf

Total Runoff Area = 16,306 sf Runoff Volume = 4,333 cf Average Runoff Depth = 3.19"
81.72% Pervious = 13,326 sf 18.28% Impervious = 2,980 sf



31 Harborview - Proposed
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31 Harborview Drive - Proposed
Type lll 24-hr 25yr 24hr Rainfall=6.12"

HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC
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Summary for Subcatchment 2S: Proposed Conditions Unconnected

Runoff =

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Type Il 24-hr 25yr 24hr Rainfall=6.12"

1.39cfs @ 12.09 hrs, Volume=

4,333 cf, Depth= 3.19"

Area(sf) CN Adj Description
* 1,980 98 Unconnected Roofs, HSG C
* 1,000 98 Driveway, HSG C
* 13,326 70 Grass Cover > 75%; HSG C
16,306 75 73 Weighted Average, Ul Adjusted
13,326 81.72% Pervious Area
2,980 18.28% Impervious Area
1,980 66.44% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.3 32 0.0625 1.75 Sheet Flow, Driveway
Smooth surfaces n=0.011 P2=3.30"
1.9 30 0.1000 0.26 Sheet Flow, Back yard
Grass: Short n=0.150 P2=3.30"
0.2 20 0.0500 1.57 Shallow Concentrated Flow, Back yard 2
Short Grass Pasture Kv= 7.0 fps
0.3 55 0.2200 3.28 Shallow Concentrated Flow, Slope
Short Grass Pasture Kv= 7.0 fps
0.1 12 0.2500 3.50 Shallow Concentrated Flow,

Short Grass Pasture Kv= 7.0 fps

2.8 149

Total, Increased to minimum Tc = 6.0 min
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Subcatchment 2S: Proposed Conditions Unconnected
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31 Harborview Drive - Proposed

31 Harborview - Proposed Type Il 24-hr 25yr 24hr Rainfall=6.12"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 16

Summary for Reach 10R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 18.28% Impervious, Inflow Depth = 3.19" for 25yr 24hr event
Inflow = 1.39cfs @ 12.09 hrs, Volume= 4,333 cf
Outflow = 1.39cfs @ 12.09 hrs, Volume= 4,333 cf, Atten=0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 10R: Site Runoff
Hydrograph
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31 Harborview Drive - Proposed

31 Harborview - Proposed Type Ill 24-hr 100yr 24hr Rainfall=8.60"
Prepared by Munden Engineering LLC
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Time span=0.00-72.00 hrs, dt=0.03 hrs, 2401 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN
Reach routing by Stor-Ind+Trans method - Pond routing by Stor-Ind method

Subcatchment 2S: Proposed Conditions  Runoff Area=16,306 sf 18.28% Impervious Runoff Depth=5.35"
Flow Length=149" Tc=6.0 min Ul Adjusted CN=73 Runoff=2.33 cfs 7,263 cf

Reach 10R: Site Runoff Inflow=2.33 cfs 7,263 cf
Outflow=2.33 cfs 7,263 cf

Total Runoff Area = 16,306 sf Runoff Volume =7,263 cf Average Runoff Depth = 5.35"
81.72% Pervious = 13,326 sf 18.28% Impervious = 2,980 sf
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31 Harborview - Proposed Type Ill 24-hr 100yr 24hr Rainfall=8.60"
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Summary for Subcatchment 2S: Proposed Conditions Unconnected

Runoff = 233 cfs @ 12.09 hrs, Volume= 7,263 cf, Depth= 5.35"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs
Type Il 24-hr 100yr 24hr Rainfall=8.60"

Area (sf) CN Adj Description

* 1,980 98 Unconnected Roofs, HSG C
* 1,000 98 Driveway, HSG C
* 13,326 70 Grass Cover > 75%; HSG C
16,306 75 73 Weighted Average, Ul Adjusted
13,326 81.72% Pervious Area
2,980 18.28% Impervious Area
1,980 66.44% Unconnected
Tc Length Slope Velocity Capacity Description
(min)  (feet) (ft/ft)  (ft/sec) (cfs)
0.3 32 0.0625 1.75 Sheet Flow, Driveway
Smooth surfaces n=0.011 P2=3.30"
1.9 30 0.1000 0.26 Sheet Flow, Back yard
Grass: Short n=0.150 P2=3.30"
0.2 20 0.0500 1.57 Shallow Concentrated Flow, Back yard 2
Short Grass Pasture Kv= 7.0 fps
0.3 55 0.2200 3.28 Shallow Concentrated Flow, Slope
Short Grass Pasture Kv= 7.0 fps
0.1 12 0.2500 3.50 Shallow Concentrated Flow,

Short Grass Pasture Kv= 7.0 fps
2.8 149 Total, Increased to minimum Tc = 6.0 min
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Subcatchment 2S: Proposed Conditions Unconnected
Hydrograph

2.33cfs |

| 24-hr

00yr 24
Run

Runoff Volume=
Runoff De

oo o
(o)
o

Flow (cfs)

— ®

WA
L
(@]
S
=

a
2) -
Z -

5

w

1
0 2 4 6 8 10 1214 16 1820 222426 2830 3234 36 3840 4244464850 5254 56 5860 62 6466 6870 72
Time (hours)



31 Harborview Drive - Proposed

31 Harborview - Proposed Type Ill 24-hr 100yr 24hr Rainfall=8.60"
Prepared by Munden Engineering LLC
HydroCAD® 10.00-25 s/n 11058 © 2019 HydroCAD Software Solutions LLC Page 20

Summary for Reach 10R: Site Runoff

[40] Hint: Not Described (Outflow=Inflow)

Inflow Area = 16,306 sf, 18.28% Impervious, Inflow Depth = 5.35" for 100yr 24hr event
Inflow = 233 cfs @ 12.09 hrs, Volume= 7,263 cf
Outflow = 233 cfs @ 12.09 hrs, Volume= 7,263 cf, Atten= 0%, Lag= 0.0 min

Routing by Stor-Ind+Trans method, Time Span= 0.00-72.00 hrs, dt= 0.03 hrs

Reach 10R: Site Runoff
Hydrograph
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Appendix F
Stormwater Management and Erosion Control Plan



HINGHAM STORY BY—-LAW VERIFICATION

1) HIGHEST PRE CONSTRUCTION GRADE = 111 FT
PROPOSED TOP OF FOUNDATION = 112 FT
FIRST FLOOR ELEVATION = 113.5 FT

1135 — 111 = 25 FT <S5 FT

2) GRADE PLANE EL. = 107.5 FT
FIRST FLOOR ELEVATION = 113.5 FT
113.5 — 107.5 = 6 FT

3) TOTAL PERIMETER = 180 ft
SUBTRACT THE LENGTH WHERE THERE IS NO BASEMENT = 138 FT

PERIMETER LENGTH WHERE FINISHED GRADE ELEVATION IS BELOW 106 FT = 50 FT

(138-50)/138 = 64% AT OR ABOVE 106 ft

4) DIMENSION FROM LOWEST GRADE AT BUILDING TO FIRST FLOOR = 10 FT

LEGEND

) PROPOSED BUILDING
= EDGE OF PAVEMENT
— RETAINING WALL
PROPERTY LINE
_________ EXISTING CONTOUR

PROPOSED CONTOUR
&n PROPOSED SPOT ELEVATION
— W W——w— PROPOSED VATERLINE
™ PROPOSED VATER GATE VALVE
¥ PROPOSED HYDRANT
® PROPOSED VATER CURB STOP

PROPOSED SANITARY SEWER PIPE
PROPOSED RODF DRAIN PIPE
———F————sF———sF——— PROPOSED EROSION CONTROLCSILT FENCEY

A A A PROPOSED RETAINING WALL

N /F MARIA & F

575729-730 E

RANCESCO QUAL 1=
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— — — —

PROPOSED DECK
456 SQ. FT.

“on

\ I
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.
1]
i

l

rd

RENCH DETAIL
NOT T E

TRENCH CONSTRUCTION NOTES:

1. Digsafe must be contacted at least 72
business hours prior to starting work.
Contacting Digsafe and the safety of any
utilities present is contractor's responsibility.
Water and sanitary sewer lines must be
separated min, 10 ft at all times.

Building commissioner must be consulted and

permits must be obtained from the building

department prior to this work.

. Any trench over 5 feet depth requires shoring
per OSHA requirements.

. Caution must be exercised by the contractor
while excavating. Any damages to existing
utilities is not the responsibility of the
engineer of the record.
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PROPOSED 2,600 SF DWELLING
(1980 sQ. FT. IMPERVIOUS

SURFACE)
5 BEDROOMS
TFE = 112.0’
BFE = 103.0’

Sewer Inv. 109.8 ft.
See Note 3 (Plan Notes)
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GUTTER LINE

DRIVE

SCALE 17

1. THE GEOTEXTILE FABRIC SHALL BE PLACED IN THE EXCAVATED TRENCH, BACKFILLED, AND COMPACTED
TO THE EXISTING GROUND SURFACE.

WOODEN 1/8"

OF HICKORY OR OAK AND 4 FEET LONG. STEEL POSTS SHALL *TEE® OR “U" TYPE WITH

A MINIMUM WEIGHT OF 1.3 POUNDS PER LINEAL FOOT AND 5 FEET LONG. POST SPACING SHALL

BE A MAXINUM OF 8 FEET FOR WOVEN FABRIC AND 3 FEET FOR NON-WOVEN FABRIC.

3. THE GEOTEXTILE FABRIC SHALL BE ATTACHED DIRECTLY TO THE UPSLOPE SIDE OF WOODEN POSTS WITH 0.5
INCH STAPLES IN AT LEAST 3 PLACES, OR WITH WOODEN LATH AND NALS. ATTACHMENT TO STEEL POSTS
WILL BE BY WIRE FASTENERS OR 50 POUND PLASTIC TIE STRAPS ON THE UPSLOPE SIDE.

4. THE GEOTEXTILE FABRIC SHALL CONSIST OF EITHER WOVEN OR NON—WOVEN POLYESTER, POLYPROPYLENE,

STABILIZED NYLON, POLVETHYLENE, OR POLYVINVLIDENE CHLORIDE. NON—WOVEN FABRIC MAY BE NEEDLE

PUNCHED, HEAT BONDED, RESIN BONDED, OR COMBINATIONS THEREOF. ALL FABRIC SHALL MEET THE

FOLLOWING REQUIREMENTS:

PLAN NOTES

Existing lot lines, existing conditions and elevations (including
prepared by Ross Engineering Company Inc. and dated 03/02/2020.

utilities and accessory structures) and the location of the proposed addition is based on the existing conditions plan

Contractor is responsible for digsafe and any and all safety measures and any necessary means and contracting to build the proposed structures to the specifications depicted on this

plan.

Existing sewer elevation and location to to remain the same as existing and a portion between lot line and the new foundation to be replaced. Invert elevation based on field
measurements and must be considered aproximate. water and sewer services must be placed minimum 10 feet apart where possible.

Driveway grading based on the owner’'s request. The owner of the property was informed driveway grading with a slope towards the garage was not advised and have been made aware of

the possible flooding and water damage problems and assumes full responsiblity for any problems that may arise regarding drainage and drainage caused problems from the driveway.

Test pit and test boring locations depicted are based on field measurements and must be considered approximate.

FLOW DIRECTION

EXCAVATED AND
BACKFILLED TRENCH

SUPPORT POSTS SHALL BE A MINIMUM DIMENSION OF 1-1/8" x 1~ AR OR KILN DRIED
BE STUDDED

JEST REQUIREMENT METHOD YALUE *
MINIMUM GRAB TENSLE STRENGTH ASTM D 4632 120 L8S.
IN THE MACHINE DIRECTION
MINMUM GRAB TENSLE STRENGTH ASTM D 4832 100 LBs.
IN THE CROSS MACHINE DIRECTION
WAXIMUM APPARENT OPENING SIZE ASTM D 4751 No. 30
EQUNVALENT STANDARD SIEVE
-1
MINIMUM_PERMITTIVITY ASTM D 4401 005 seC
-1
ASTM D 4491 0135 SEC
VAXIMUM PERMITTMITY e st
50 mm constant head.
ASTM D 4365 70%

MINIMUM ULTRAVIOLET STABILITY

* ALL NUMERICAL VALUES REPRESENT MINIMUM/MAXIMUM AVERAGE ROLL VALUES. (FOR EXAMPLE,
THE AVERAGE OF MINIMUM TEST RESULTS ON ANY ROLL IN A LOT SHOULD MEET OR EXCEED THE
MINIMUM SPECIFIED VALUES.)

——
BILL OF MATERALS "ﬁ
EM QuANTITY \‘, >
SUPFORT POSTS R
GEOTEXTILE T % e G
pre—— s e — 7 -
/ /

SOUERCVEN -

GENERAL EROSION AND SEDIMENT CONTROL NOTES:

1. All erosion and sediment control measures are to be
placed prior to commencement of land disturbance activities.

2. The contractor is responsible for installation of any additional
erosion control measures necessary to prevent erosion and
sedimentation.

3. All disturbances to drain to approved sediment control measures
at all times during land disturbing activities and during site
development until final stabilization is achieved.

4. The contractor shall inspect all erosion control measures weekly
and after each rainfall event. Any necessary repairs or cleanup to
maintain the effectiveness of the erosion control devices shall be

made immediately.

5. The contractor shall maintain a surplus supply of necessary
erosion control devices on—site for emergency use (straw bales,
wattles, filter berm, silt fence, stakes, crushed stone).

POST CONSTRUCTION SEDIMENT AND EROSION CONTROL NOTES:

Sloped areas must be inspected after every major storm
for the first 6 months after construction for signs of
erosion, qulleying, and intactness of the plants and
vegetation and riprap areas. if qulleying or localized,
differential erosion is observed the engineer of the
record must be connected. After the slopes, the
inspection frequency can reduce to a monthly schedule.

Maintenance of the vegetation. planting and the rip rap
areas are the responsibility of the owner.

NATIVE VEGETATION, SELECTED
BY QUALIFIED PROFESSIONAL

PLANTABLE FILL (TOP SOIL)

NOTE:

TOPSOIL SHALL BE LOAMY SAND OR FINER GRADATION WITH 10% - 15% ORGANIC CONTENT
OR MATERIAL APPROVED BY A QUALIFIED LANDSCAPE ARCHITECT. VEGETATION TYPE
SHALL BE SPECIFIED BY A QUALIFIED LANDSCAPE ARCHITECT.

EMBANKMENT CONSTRUCTION NOTES

STORMWATER MANAGEMENT NOTES

Existing Impervious Area:
Roof : 1234 sqg. ft.
Driveway : 614 sqg. ft.
Patio Pavers: 206 sq. ft.

Existing Total : 2054 sq. ft.

Proposed Impervious Area:
Roof : 1980 sqg. ft.
Driveway : 1000 sqg. ft.

17% Proposed Total : 2980 sq. ft.
WOOD POST

Increase in Impervious Area: 926 sqg. ft.

Peak Runoff rates for existing and proposed conditions are presented below:

Existing Conditions Proposed Conditions
Storm intensity Rainfall (in.) Runoff (cfs) Runoff (cfs)
2—yr 3.30 0.46 0.43
10—yr 4.89 0.99 0.95
25—yr 6.12 1.44 1.39
100—yr 8.60 2.38 2.33

CONSTRUCTION SEQUENCE
ltems must occur in the order listed; items cannot occur concurrently unless specifically noted.

1 No construction can begin until any and all permits are obtained from Town of Hingham
2 Pre—construction meeting on—site

3 Clearing & grubbing only as necessary for installation of perimeter controls

4. Installation of perimeter controls (silt fence)

5. Demolition of existing house dwelling (sediment & erosion control measures for these

a

6

7

8

reas must already be installed)
Clearing & grubbing for the remainder of the lot where grade changes are proposed

Construction of concrete foundation

Clearing & grubbing of site or demolition (sediment & erosion control measures for these
areas must

already be installed)

9. Rough grading (also see embankment construction notes)

10. Installation of utilities

11.  Fine grading, paving, etc. (also see embankment construction notes)

12. Construction of framing and exteriors including roofs, windows, doors, siding, decking etc.)
13. Permanent/final stabilization

Removal of temporary sediment & erosion control measures
14. Perform as—built surveys and submit to Town of Hingham for acceptance

PROFILE VIEW

we|

20 ft

N <=

70 ft

Sta 0+00 Sta 1+00 Sta 1+90
(Lot Iine — Street) (Lot line — Back)

Method of Test T 99, Method C. If the material retained on the %—in. sieve is 30% or
more of the total sample, this test shall not apply and the material shall be

1.All material used for the construction of the fill slope (embankment) must have size 3 ) ! o

distribution in compliance with AASHTO A—1—b, MassDOT M1.03.0—1and/or MassDOT compacted to the target density. The target density shall be established by determining

M2.01.7—1. the number of passes of a roller required to produce a constant and uniform density,
after conducting a series of tests using either AASHTO T 310, In—Place Density and

2. Where required, crushed stone/riprap must be Modified rockfill as described in

Moisture Content of Soil and Soil—Aggregate by Nuclear Methods (Shallow Depth), or
AASHTO T 191, Density of Soil In—Place by the Sand—Cone Method. The Contractor

MassDOT specifications (2020) and shall consist of hard, durable angular shaped stones g > ]
which are the product of the primary crushing of a stone crusher. Rounded stone, shall, without additional compensation, employ whatever measures may be necessary to
adjust the natural water content of the suitable embankment material to permit the

boulders, sandstone and similar soft stone or relatively thin slabs will not be

acceptable.

Stone shall be free from overburden, spoil, shale, organic material and meet the

following gradation:

Size of Stone (in.) Passing Percentages
95-100
4 0-25
2% 0-5

2. All subgrade must be flattened to the extend possible, existing slopes benched

placement and compaction as hereinbefore specified.

6. Each lift of compacted materials shall be visibly crowned to allow drainage of
surface and rain waters off the surface of the embankment.

7. Embankment construction with materials other than rock shall not be placed from
December 1 to April 1, except with written permission of and under such special
conditions and restrictions as may be imposed by the Engineer. The work may be
ordered suspended if the weather and climactic conditions are such that the
embankment and excavation cannot be performed in accordance with the specifications.

oc-cordingly with O.SHA guidelines and all fill material to be removed frof” the bottom No additional compensation will be allowed to the Contractor for such suspension of
prior to construction. Crushed stone must be placed after granular fill is placed and work. If the work is ordered suspended due to weather or other climatic conditions not

compacted for the entire embankment.

under the control of the Contractor, an extension of time may be granted to the
Contractor by the Engineer.

3. The foundation areas shall be cleared, grubbed and stripped as required, and dall

Revisions

Rev. Rev.

No. Dote Description

soft, spongy or other material unsuitable for embankment foundation shall be removed.
When, in the Engineer’s judgment, there is reasonable doubt as to the suitability of the
existing material for embankment foundation, no further work shall be performed in the
area in question until the material is tested and approved for use or remedial methods

are ordered by the Engineer.

3. Where embankment is to be placed against existing earth slopes, steeper than 3 to
1, the slope shall be broken up into steps of random width as the fill is placed in
order to provide a suitable bond between the existing ground and the new

embankment.

4. If subsurface conditions different than what is shown on this plan and accompanying
reports are encountered during construction, the engineer of the record must be
connected immediately.

5. Fill material shall be placed and compacted in uniform layers not exceeding 12 in. in
depth, loose measurement; each layer of material shall be spread on the entire width
of the embankment and leveled off by approved equipment.

6. The embankment materials shall be compacted to not less than 95% of the
maximum dry density of the embankment material as determined by AASHTO Standard

7. The Contractor is responsible for all safety measures, equipment and mobilization,
and means and methods for the proposed work.

8. Topsoil and the planting plan and/or recommendations must be obtained by a
registered landscape architect or other landscape professional.

9. Engineer of the record shall not be liable for claims, liabilities or losses arising out of or
connected with modification or misuse of the design and information on this plan and related
reports and documents.

10. It is the contractors responsibility to obtain all documents regarding design and construction.

11. No changes in grade, construction of permanent or temporary structures, construction of
drainage open r subsurface drainage systems and structures, or excavation shall be performed
within a 100—ft of top of proposed embankment without consulting a registered professional

engineer.
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Munden Engineering
mundenengineering.com
info@mundenengineering.com
781-302-6099

June 4th 2020

Paul Yingling & Stacy Marcotte
31 Harborview Drive
Hingham MA

Re: Geotechnical Design Report
Proposed Raze and Rebuild Single Family Dwelling and Embankment Slope
31 Harborview Drive, Hingham MA

INTRODUCTION

In accordance with our agreement dated March 13" 2020, Munden Engineering LLC (“Munden
Engineering”) is pleased to present this geotechnical design report for raze and rebuild of a single-family
dwelling and design of the embankment slope at 31 Harborview Drive Hingham Massachusetts, to Paul
Yingling and Stacy Marcotte (“The Client”). The objectives of our work were to perform review
subsurface investigation and geotechnical borings performed by others and design a new embankment
extending the existing slope. This report is subject to the Limitations attached in Appendix A and the
terms and conditions of our agreement. Elevations referenced as part of this report is based on the
existing conditions site plan prepared by Ross Engineering Company Inc. and dated 03/02/2020.

PROPOSED WORK
Our understanding of the project is based on:

e Qur conversations with you on site and through phone and email,
e Architects plans provided by the Client dated 4/3/2020 and revised 5/11/2020,

The subject site (the “Site”) is currently accessible through a paved driveway on Harborview Drive. The
site is bordered by Harborview Drive in the front and abuts residential properties on both sides and
back. The proposed embankment is designed to extend flat, useable land in the back yard by extending
the top of existing slope in the back approximately 25 ft at 100 ft elevation to sloping down to 78 ft over
55 ft horizontal length, creating an approximately 22 degree slope.
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SCOPE OF WORK
Munden Engineering completed the following scope of work for this study:

Geotechnical Engineering Analyses & Design: Munden Engineering evaluated the subsurface conditions
based on exploration data provided by others and conducted embankment design and stability analysis.

SUBSURFACE EXPLORATIONS

Sviokla Drillers performed two (3) test borings (B-1, B-2 and B-3) on March 31 2020 using cased
drilling techniques. The borings were advanced with a tripod setting rigging system. Standard
Penetration Tests (SPTs) were performed and split spoon samples obtained continuously in all borings
to termination depth. Both B-1 was terminated at 7.3 feet below existing ground surface (El. 70.7 ft),
B-2 was terminated at 12 ft below existing ground surface (EIl. 89.5 ft) and B-3 was terminated at 10.8
feet below existing ground surface (El. 92 ft).

The approximate boring locations are shown in Appendix B and the boring logs are included in
Appendix C.

Based on the boring logs provided by others, subsurface consisted of the fill, sand and till layers and
explained in detail below:

Fill

Fill was encountered in all test borings extending to the depths of approximately 2 to 6.5 feet below
existing ground surface. Fill layer generally consisted of fine to coarse Sand with up to 35 percent
inorganic Silt, up to 35 percent gravel and trace amounts of debris and roots. The blows per foot (bpf)
values ranged between 3 to 18 bpf in the fill layer.

Sand

Sand layer was encountered below fill layer in boring B-3 with the top of the strata at approximately 6.5
feet below existing ground surface. Sand layer was approximately 1 foot in thickness and bottom of the
layer extended to approximately 7.5 feet below the existing ground surface. Sand layer generally
consisted of fine to coarse Sand with up to 50 percent Silt and varying amounts of gravel, roots and
fibers. The blows per foot (bpf) value was 16 bpf for the sand layer.

Till

Till was encountered in all test borings with the top of the strata at approximately 4.3 to 9 feet below
existing ground surface. All borings were terminated in till layer. Till layer generally consisted of fine to
coarse Sand with up to 50 percent inorganic Gravel, up to 35 percent inorganic Silt. The blows per foot
(bpf) values ranged between 59 to over 100 bpf in the fill layer.
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Groundwater

Groundwater was not encountered in any of the borings performed. Redoximorphic features was
observed in boring B-1 at approximately 4.3 feet below existing ground surface indicating high seasonal
groundwater elevation.

It should be noted that fluctuations in groundwater levels may occur due to variations in season, rainfall,
site features and other factors different from those existing at the time of explorations and
measurements.

GEOTECHNICAL ANALYSES & DESIGN

Geotechnical engineering analyses based on the soil samples and boring data collected through 3 test
borings were used to determine additional properties to be used in embankment design. Table 1 below
presents the soil properties for each layer that was used for analyses. Detailed calculations performed
for soil properties are included in Appendix D.

Table 1. Summary of Geotechnical Properties of Subsurface Layers

Unit Weight Internal Elastic Poisson’s Ratio
Soil Strata ! Friction Angle, Modulus
¥ (pcf) @ (deg) E (10° psf)
Fill 120 30 3 0.25
Sand 125 32 4 0.15
Till 130 36 4.5 0.3

Embankment Design

Embankment Design and analysis were performed using GeoStudio Slope/w and Sigma/w. Geotechnical
properties of existing layers were used in the software as shown on Table 1. The properties for the
imported embankment fill were estimated based on common granular fill and is depicted below:

Table 2. Summary of Geotechnical Properties of Embankment Fill

Unit Weight Internal Elastic Poisson’s Ratio
Soil Strata ( cf)g " Rt Al Viekhilue
P @ (deg) E (10° psf)
Emba:i:<|ment 175 24 . "
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Slope Stability of the existing and slope and proposed embankment was designed to obtain a factor
of safety of 2 (or 1.974 to be precise as shown below), based on Morgensten-Price method. A
snapshot of software output for designed slope stability is below:

Materials

Embankment Fill

[ Existing Fill

E .Sr;n G Factor of Safety
i W 1.974-2.074

W 2.074-2.174

1.974
L]

[02.174-2.274
[2.274 - 2.374
[ 2.374 - 2.474
M 2474 -2.574
[ 2.574-2.674
[0 2674-2.774
X W 2.774-2.874

S W >2874

Figure 1. Slope/W Analysis Graphic

Critical slip surface was established based on the fact that proposed is a homogeneous slope composed
of dry cohesionless soil with a constant friction angle, of which critical slip surface is a plane coincident
with the face of the slope. Existing and proposed single family dwellings were also modeled with both
Slope/W and Sigma/W analysis considering common foundation stress of 1750 psf and 2000 psf, for
existing and proposed conditions, respectively.

The existing subsurface was also further evaluated for stability with Sigma/w. The analysis depicts that
the calculated settlement is less than % inches for immediate settlement. Long term consolidation
settlements are not estimated since compressible clay soils were not encountered during subsurface
exploration.
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Y-Displacement

@ <-0.012--0.01ft
[ -0.01 - -0.008 ft
[ -0.008 - -0.006 ft
[J -0.006 - -0.004 ft
[J -0.004 - -0.002 ft
[ -0.002 - 0 ft
@E=zo0ft

Figure 2. Sigma/W Analysis Graphic

Please refer to Appendix E for Slope/w and Sigma/w outputs. For information and details regarding
construction refer to Appendix B for proposed conditions plan prepared by this office depicting
construction notes and details, and to Appendix F for construction specifications.

Additional Notes About Slope Design and Construction

Analysis results and any calculations presented are based on embankment fill properties assumed
based on the discussion with the Client. As of the day of this report, it is our understanding that the
Client did not purchase or agree on a provider and product regarding embankment fill. When decided
the gradation results must be submitted to the Engineer of the Record for review and approval. Density
and optimum moisture tests must be performed to determine compaction density and moisture of the
chosen fill for construction. Any fill must be granular soils and must be free of debris, organics, and/or
recycled materials.

Page 5 of 6


mailto:info@mundenengineering.com

X

Munden Engineering
mundenengineering.com
info@mundenengineering.com
781-302-6099

CONSTRUCTION

We would welcome the opportunity to observe site earthwork construction for compliance with the
above recommendations, project plans and earthwork specifications.

We appreciate the opportunity to assist you on this phase of the project and look forward to assisting
you as it moves toward construction. Please contact Munden Engineering LLC at 781-302-6099 or
info@mundenengineering.com with any questions.

Gamze Munden, P.E.
83 Morse Street
Norwood MA 02062

mundenengineering.com

APPENDICES:

APPENDIX A — LIMITATIONS

APPENDIX B — PROPOSED CONDITIONS SITE PLAN
APPENDIX C — BORING LOGS

APPENDIX D — CALCULATIONS

APPENDIX E — GEOSTUDIO OUTPUT

APPENDIX F — CONSTRUCTION SPECS
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LIMITATIONS

Munden Engineering LLC (Munden Engineering) prepared this report on behalf of, and for the
exclusive use of the Client for the stated purposes and locations identified in the repor. Use of
this report, in whole or in part, at other locations, or for other purposes, may lead to
inappropriate conclusions and no responsibility is accepted by Munden Engineering for such
uses. Further, reliance by any party not expressly identified in the contract documents, for any
use, without our permission, shall be that party’s sole risk, and without any liability to Munden
Engineering.

The generalized soil profile provided in our report are based on widely spaced subsurface
explorations and are intended only to convey trends in subsurface conditions. The boundaries
between strata are approximate and idealized and were based on our assessment of subsurface
conditions. The composition of strata, and the transitions between strata, may be more variable
and more complex than indicated.

Our findings and conclusions are based on the work conducted as part of the Scope of Services
set forth in the report and reflect our professional judgement. These findings and conclusions
must be considered not as scientific or engineering certainties, but rather as our professional
opinions concerning the limited data gathered during the course of our work. If conditions other
than those described in this report are found at the subject locations, or the design has been
altered in any way, Munden Engineering shall be so notified and afforded the opportunity to
revise the report, as appropriate, to reflect the unanticipated changed conditions.

Our services were performed using degree of skill and care ordinarily exercised by qualified
professionals performing the similar type of services. No warranty, expressed or implied, is
made.

In conducting our work, we relied upon certain information made available by public agencies,
Client and/or others. Munden Engineering did not attempt to independently verify the accuracy
or completeness of that information. If there are any inconsistencies noted by us, they are
stated in the report.

Our services did not include an assessment of the presence of oil or hazardous materials at the
property. Consequently, we did not consider the potential impacts that contaminants in soil or
groundwater may have on construction activities, or the use of structures on the property.

We used reasonable care in identifying and interpreting applicable codes and regulations. These
codes and regulations are subject to various, and sometimes contradictory, interpretations.
Compliance with codes and regulations by other parties is not the responsibility of Munden
Engineering.
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HINGHAM STORY BY—-LAW VERIFICATION

1) HIGHEST PRE CONSTRUCTION GRADE = 111 FT
PROPOSED TOP OF FOUNDATION = 112 FT
FIRST FLOOR ELEVATION = 113.5 FT

1135 — 111 = 25 FT <S5 FT

2) GRADE PLANE EL. = 107.5 FT
FIRST FLOOR ELEVATION = 113.5 FT
113.5 — 107.5 = 6 FT

3) TOTAL PERIMETER = 180 ft
SUBTRACT THE LENGTH WHERE THERE IS NO BASEMENT = 138 FT

PERIMETER LENGTH WHERE FINISHED GRADE ELEVATION IS BELOW 106 FT = 50 FT

(138-50)/138 = 64% AT OR ABOVE 106 ft

4) DIMENSION FROM LOWEST GRADE AT BUILDING TO FIRST FLOOR = 10 FT
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TRENCH CONSTRUCTION NOTES:

1. Digsafe must be contacted at least 72
business hours prior to starting work.
Contacting Digsafe and the safety of any
utilities present is contractor's responsibility.
Water and sanitary sewer lines must be
separated min, 10 ft at all times.

Building commissioner must be consulted and

permits must be obtained from the building

department prior to this work.

. Any trench over 5 feet depth requires shoring
per OSHA requirements.

. Caution must be exercised by the contractor
while excavating. Any damages to existing
utilities is not the responsibility of the
engineer of the record.
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1. THE GEOTEXTILE FABRIC SHALL BE PLACED IN THE EXCAVATED TRENCH, BACKFILLED, AND COMPACTED
TO THE EXISTING GROUND SURFACE.

WOODEN 1/8"

OF HICKORY OR OAK AND 4 FEET LONG. STEEL POSTS SHALL *TEE® OR “U" TYPE WITH

A MINIMUM WEIGHT OF 1.3 POUNDS PER LINEAL FOOT AND 5 FEET LONG. POST SPACING SHALL

BE A MAXINUM OF 8 FEET FOR WOVEN FABRIC AND 3 FEET FOR NON-WOVEN FABRIC.

3. THE GEOTEXTILE FABRIC SHALL BE ATTACHED DIRECTLY TO THE UPSLOPE SIDE OF WOODEN POSTS WITH 0.5
INCH STAPLES IN AT LEAST 3 PLACES, OR WITH WOODEN LATH AND NALS. ATTACHMENT TO STEEL POSTS
WILL BE BY WIRE FASTENERS OR 50 POUND PLASTIC TIE STRAPS ON THE UPSLOPE SIDE.

4. THE GEOTEXTILE FABRIC SHALL CONSIST OF EITHER WOVEN OR NON—WOVEN POLYESTER, POLYPROPYLENE,

STABILIZED NYLON, POLVETHYLENE, OR POLYVINVLIDENE CHLORIDE. NON—WOVEN FABRIC MAY BE NEEDLE

PUNCHED, HEAT BONDED, RESIN BONDED, OR COMBINATIONS THEREOF. ALL FABRIC SHALL MEET THE

FOLLOWING REQUIREMENTS:

PLAN NOTES

Existing lot lines, existing conditions and elevations (including
prepared by Ross Engineering Company Inc. and dated 03/02/2020.

utilities and accessory structures) and the location of the proposed addition is based on the existing conditions plan

Contractor is responsible for digsafe and any and all safety measures and any necessary means and contracting to build the proposed structures to the specifications depicted on this

plan.

Existing sewer elevation and location to to remain the same as existing and a portion between lot line and the new foundation to be replaced. Invert elevation based on field
measurements and must be considered aproximate. water and sewer services must be placed minimum 10 feet apart where possible.

Driveway grading based on the owner’'s request. The owner of the property was informed driveway grading with a slope towards the garage was not advised and have been made aware of

the possible flooding and water damage problems and assumes full responsiblity for any problems that may arise regarding drainage and drainage caused problems from the driveway.

Test pit and test boring locations depicted are based on field measurements and must be considered approximate.
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SUPPORT POSTS SHALL BE A MINIMUM DIMENSION OF 1-1/8" x 1~ AR OR KILN DRIED
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JEST REQUIREMENT METHOD YALUE *
MINIMUM GRAB TENSLE STRENGTH ASTM D 4632 120 L8S.
IN THE MACHINE DIRECTION
MINMUM GRAB TENSLE STRENGTH ASTM D 4832 100 LBs.
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WAXIMUM APPARENT OPENING SIZE ASTM D 4751 No. 30
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-1
MINIMUM_PERMITTIVITY ASTM D 4401 005 seC
-1
ASTM D 4491 0135 SEC
VAXIMUM PERMITTMITY e st
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ASTM D 4365 70%

MINIMUM ULTRAVIOLET STABILITY

* ALL NUMERICAL VALUES REPRESENT MINIMUM/MAXIMUM AVERAGE ROLL VALUES. (FOR EXAMPLE,
THE AVERAGE OF MINIMUM TEST RESULTS ON ANY ROLL IN A LOT SHOULD MEET OR EXCEED THE
MINIMUM SPECIFIED VALUES.)

——
BILL OF MATERALS "ﬁ
EM QuANTITY \‘, >
SUPFORT POSTS R
GEOTEXTILE T % e G
pre—— s e — 7 -
/ /

SOUERCVEN -

GENERAL EROSION AND SEDIMENT CONTROL NOTES:

1. All erosion and sediment control measures are to be
placed prior to commencement of land disturbance activities.

2. The contractor is responsible for installation of any additional
erosion control measures necessary to prevent erosion and
sedimentation.

3. All disturbances to drain to approved sediment control measures
at all times during land disturbing activities and during site
development until final stabilization is achieved.

4. The contractor shall inspect all erosion control measures weekly
and after each rainfall event. Any necessary repairs or cleanup to
maintain the effectiveness of the erosion control devices shall be

made immediately.

5. The contractor shall maintain a surplus supply of necessary
erosion control devices on—site for emergency use (straw bales,
wattles, filter berm, silt fence, stakes, crushed stone).

POST CONSTRUCTION SEDIMENT AND EROSION CONTROL NOTES:

Sloped areas must be inspected after every major storm
for the first 6 months after construction for signs of
erosion, qulleying, and intactness of the plants and
vegetation and riprap areas. if qulleying or localized,
differential erosion is observed the engineer of the
record must be connected. After the slopes, the
inspection frequency can reduce to a monthly schedule.

Maintenance of the vegetation. planting and the rip rap
areas are the responsibility of the owner.

NATIVE VEGETATION, SELECTED
BY QUALIFIED PROFESSIONAL

PLANTABLE FILL (TOP SOIL)

NOTE:

TOPSOIL SHALL BE LOAMY SAND OR FINER GRADATION WITH 10% - 15% ORGANIC CONTENT
OR MATERIAL APPROVED BY A QUALIFIED LANDSCAPE ARCHITECT. VEGETATION TYPE
SHALL BE SPECIFIED BY A QUALIFIED LANDSCAPE ARCHITECT.

EMBANKMENT CONSTRUCTION NOTES

STORMWATER MANAGEMENT NOTES

Existing Impervious Area:
Roof : 1234 sqg. ft.
Driveway : 614 sqg. ft.
Patio Pavers: 206 sq. ft.

Existing Total : 2054 sq. ft.

Proposed Impervious Area:
Roof : 1980 sqg. ft.
Driveway : 1000 sqg. ft.

17% Proposed Total : 2980 sq. ft.
WOOD POST

Increase in Impervious Area: 926 sqg. ft.

Peak Runoff rates for existing and proposed conditions are presented below:

Existing Conditions Proposed Conditions
Storm intensity Rainfall (in.) Runoff (cfs) Runoff (cfs)
2—yr 3.30 0.46 0.43
10—yr 4.89 0.99 0.95
25—yr 6.12 1.44 1.39
100—yr 8.60 2.38 2.33

CONSTRUCTION SEQUENCE
ltems must occur in the order listed; items cannot occur concurrently unless specifically noted.

1 No construction can begin until any and all permits are obtained from Town of Hingham
2 Pre—construction meeting on—site

3 Clearing & grubbing only as necessary for installation of perimeter controls

4. Installation of perimeter controls (silt fence)

5. Demolition of existing house dwelling (sediment & erosion control measures for these

a

6

7

8

reas must already be installed)
Clearing & grubbing for the remainder of the lot where grade changes are proposed

Construction of concrete foundation

Clearing & grubbing of site or demolition (sediment & erosion control measures for these
areas must

already be installed)

9. Rough grading (also see embankment construction notes)

10. Installation of utilities

11.  Fine grading, paving, etc. (also see embankment construction notes)

12. Construction of framing and exteriors including roofs, windows, doors, siding, decking etc.)
13. Permanent/final stabilization

Removal of temporary sediment & erosion control measures
14. Perform as—built surveys and submit to Town of Hingham for acceptance

PROFILE VIEW

we|

20 ft

N <=

70 ft

Sta 0+00 Sta 1+00 Sta 1+90
(Lot Iine — Street) (Lot line — Back)

Method of Test T 99, Method C. If the material retained on the %—in. sieve is 30% or
more of the total sample, this test shall not apply and the material shall be

1.All material used for the construction of the fill slope (embankment) must have size 3 ) ! o

distribution in compliance with AASHTO A—1—b, MassDOT M1.03.0—1and/or MassDOT compacted to the target density. The target density shall be established by determining

M2.01.7—1. the number of passes of a roller required to produce a constant and uniform density,
after conducting a series of tests using either AASHTO T 310, In—Place Density and

2. Where required, crushed stone/riprap must be Modified rockfill as described in

Moisture Content of Soil and Soil—Aggregate by Nuclear Methods (Shallow Depth), or
AASHTO T 191, Density of Soil In—Place by the Sand—Cone Method. The Contractor

MassDOT specifications (2020) and shall consist of hard, durable angular shaped stones g > ]
which are the product of the primary crushing of a stone crusher. Rounded stone, shall, without additional compensation, employ whatever measures may be necessary to
adjust the natural water content of the suitable embankment material to permit the

boulders, sandstone and similar soft stone or relatively thin slabs will not be

acceptable.

Stone shall be free from overburden, spoil, shale, organic material and meet the

following gradation:

Size of Stone (in.) Passing Percentages
95-100
4 0-25
2% 0-5

2. All subgrade must be flattened to the extend possible, existing slopes benched

placement and compaction as hereinbefore specified.

6. Each lift of compacted materials shall be visibly crowned to allow drainage of
surface and rain waters off the surface of the embankment.

7. Embankment construction with materials other than rock shall not be placed from
December 1 to April 1, except with written permission of and under such special
conditions and restrictions as may be imposed by the Engineer. The work may be
ordered suspended if the weather and climactic conditions are such that the
embankment and excavation cannot be performed in accordance with the specifications.

oc-cordingly with O.SHA guidelines and all fill material to be removed frof” the bottom No additional compensation will be allowed to the Contractor for such suspension of
prior to construction. Crushed stone must be placed after granular fill is placed and work. If the work is ordered suspended due to weather or other climatic conditions not

compacted for the entire embankment.

under the control of the Contractor, an extension of time may be granted to the
Contractor by the Engineer.

3. The foundation areas shall be cleared, grubbed and stripped as required, and dall

Revisions

Rev. Rev.

No. Dote Description

soft, spongy or other material unsuitable for embankment foundation shall be removed.
When, in the Engineer’s judgment, there is reasonable doubt as to the suitability of the
existing material for embankment foundation, no further work shall be performed in the
area in question until the material is tested and approved for use or remedial methods

are ordered by the Engineer.

3. Where embankment is to be placed against existing earth slopes, steeper than 3 to
1, the slope shall be broken up into steps of random width as the fill is placed in
order to provide a suitable bond between the existing ground and the new

embankment.

4. If subsurface conditions different than what is shown on this plan and accompanying
reports are encountered during construction, the engineer of the record must be
connected immediately.

5. Fill material shall be placed and compacted in uniform layers not exceeding 12 in. in
depth, loose measurement; each layer of material shall be spread on the entire width
of the embankment and leveled off by approved equipment.

6. The embankment materials shall be compacted to not less than 95% of the
maximum dry density of the embankment material as determined by AASHTO Standard

7. The Contractor is responsible for all safety measures, equipment and mobilization,
and means and methods for the proposed work.

8. Topsoil and the planting plan and/or recommendations must be obtained by a
registered landscape architect or other landscape professional.

9. Engineer of the record shall not be liable for claims, liabilities or losses arising out of or
connected with modification or misuse of the design and information on this plan and related
reports and documents.

10. It is the contractors responsibility to obtain all documents regarding design and construction.

11. No changes in grade, construction of permanent or temporary structures, construction of
drainage open r subsurface drainage systems and structures, or excavation shall be performed
within a 100—ft of top of proposed embankment without consulting a registered professional

engineer.

OL/04/2020
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STORMWATER MANAGEMENT NOTES Existing Impervious Area: Roof : 1234 sq. ft. Driveway : 614 sq. ft. Patio Pavers: 206 sq. ft. Existing Total : 2054 sq. ft. Proposed Impervious Area: Roof : 1980 sq. ft. Driveway : 1000 sq. ft. Proposed Total : 2980 sq. ft. Increase in Impervious Area:926 sq. ft.  Peak Runoff rates for existing and proposed conditions are presented below:
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PLAN NOTES 1. Existing lot lines, existing conditions and elevations (including   utilities and accessory structures) and the location of the proposed addition is based on the existing conditions plan Existing lot lines, existing conditions and elevations (including   utilities and accessory structures) and the location of the proposed addition is based on the existing conditions plan prepared by Ross Engineering Company Inc. and dated 03/02/2020.  2. Contractor is responsible for digsafe and any and all safety measures and any necessary means and contracting to build the proposed structures to the specifications depicted on this Contractor is responsible for digsafe and any and all safety measures and any necessary means and contracting to build the proposed structures to the specifications depicted on this plan. 3. Existing sewer elevation and location to to remain the same as existing and a portion between lot line and the new foundation to be replaced. Invert elevation based on field Existing sewer elevation and location to to remain the same as existing and a portion between lot line and the new foundation to be replaced. Invert elevation based on field measurements and must be considered aproximate. water and sewer services must be placed minimum 10 feet apart where possible.  where possible. 4. Driveway grading based on the owner's request. The owner of the property was informed driveway grading with a slope towards the garage was not advised and have been made aware of Driveway grading based on the owner's request. The owner of the property was informed driveway grading with a slope towards the garage was not advised and have been made aware of the possible flooding and water damage problems and assumes full responsiblity for any problems that may arise regarding drainage and drainage caused problems from the driveway. 5. Test pit and test boring locations depicted are based on field measurements and must be considered approximate.Test pit and test boring locations depicted are based on field measurements and must be considered approximate.
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GENERAL EROSION AND SEDIMENT CONTROL NOTES: 1. All erosion and sediment control measures are to be placed prior to commencement of land disturbance activities. 2. The contractor is responsible for installation of any additional erosion control measures necessary to prevent erosion and sedimentation. 3. All disturbances to drain to approved sediment control measures at all times during land disturbing activities and during site development until final stabilization is achieved. 4. The contractor shall inspect all erosion control measures weekly and after each rainfall event. Any necessary repairs or cleanup to maintain the effectiveness of the erosion control devices shall be made immediately. 5. The contractor shall maintain a surplus supply of necessary erosion control devices on-site for emergency use (straw bales, wattles, filter berm, silt fence, stakes, crushed stone).
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EMBANKMENT CONSTRUCTION NOTES 1.All material used for the construction of the fill slope (embankment) must have size distribution in compliance with AASHTO A-1-b, MassDOT M1.03.0-1and/or MassDOT M2.01.7-1. 2. Where required, crushed stone/riprap must be Modified rockfill as described in MassDOT specifications (2020) and shall consist of hard, durable angular shaped stones which are the product of the primary crushing of a stone crusher. Rounded stone, boulders, sandstone and similar soft stone or relatively thin slabs will not be acceptable. Stone shall be free from overburden, spoil, shale, organic material and meet the following gradation: Size of Stone (in.)        Passing Percentages        8                     95-100        4                      0-25        2½                     0-5  2. All subgrade must be flattened to the extend possible, existing slopes benched accordingly with OSHA guidelines and all fill material to be removed from the bottom prior to construction. Crushed stone must be placed after granular fill is placed and compacted for the entire embankment. 3. The foundation areas shall be cleared, grubbed and stripped as required, and all soft, spongy or other material unsuitable for embankment foundation shall be removed. When, in the Engineer’s judgment, there is reasonable doubt as to the suitability of the s judgment, there is reasonable doubt as to the suitability of the existing material for embankment foundation, no further work shall be performed in the area in question until the material is tested and approved for use or remedial methods are ordered by the Engineer.  3. Where embankment is to be placed against existing earth slopes, steeper than 3 to 1, the slope shall be broken up into steps of random width as the fill is placed in order to provide a suitable bond between the existing ground and the new embankment.  4. If subsurface conditions different than what is shown on this plan and accompanying reports are encountered during construction, the engineer of the record must be connected immediately. 5. Fill material shall be placed and compacted in uniform layers not exceeding 12 in. in depth, loose measurement; each layer of material shall be spread on the entire width of the embankment and leveled off by approved equipment. 6. The embankment materials shall be compacted to not less than 95% of the maximum dry density of the embankment material as determined by AASHTO Standard Method of Test T 99, Method C. If the material retained on the ¾-in. sieve is 30% or -in. sieve is 30% or more of the total sample, this test shall not apply and the material shall be compacted to the target density. The target density shall be established by determining the number of passes of a roller required to produce a constant and uniform density, after conducting a series of tests using either AASHTO T 310, In-Place Density and Moisture Content of Soil and Soil-Aggregate by Nuclear Methods (Shallow Depth), or AASHTO T 191, Density of Soil In-Place by the Sand-Cone Method. The Contractor shall, without additional compensation, employ whatever measures may be necessary to adjust the natural water content of the suitable embankment material to permit the placement and compaction as hereinbefore specified. 6. Each lift of compacted materials shall be visibly crowned to allow drainage of surface and rain waters off the surface of the embankment. 7. Embankment construction with materials other than rock shall not be placed from December 1 to April 1, except with written permission of and under such special conditions and restrictions as may be imposed by the Engineer. The work may be ordered suspended if the weather and climactic conditions are such that the embankment and excavation cannot be performed in accordance with the specifications. No additional compensation will be allowed to the Contractor for such suspension of work. If the work is ordered suspended due to weather or other climatic conditions not under the control of the Contractor, an extension of time may be granted to the Contractor by the Engineer. 7. The Contractor is responsible for all safety measures, equipment and mobilization, and means and methods for the proposed work. 8. Topsoil and the planting plan and/or recommendations must be obtained by a registered landscape architect or other landscape professional. 9. Engineer of the record shall not be liable for claims, liabilities or losses arising out of or shall not be liable for claims, liabilities or losses arising out of or connected with modification or misuse of the design and information on this plan and related reports and documents. 10. It is the contractors responsibility to obtain all documents regarding design and construction. 11. No changes in grade, construction of permanent or temporary structures, construction of drainage open r subsurface drainage systems and structures, or excavation shall be performed within a 100-ft of top of proposed embankment without consulting a registered professional engineer.
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POST CONSTRUCTION SEDIMENT AND EROSION CONTROL NOTES: 1. Sloped areas must be inspected after every major storm  Sloped areas must be inspected after every major storm  for the first 6 months after construction for signs of erosion, gulleying, and intactness of the plants and vegetation and riprap areas. if gulleying or localized, differential erosion is observed the engineer of the record must be connected. After the slopes, the inspection frequency can reduce to a monthly schedule. 2. Maintenance of the vegetation. planting and the rip rap Maintenance of the vegetation. planting and the rip rap areas are the responsibility of the owner.
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Embankment Design By: Gamze Munden, P.E.
31 Harborview Dr Hingham MA Date: 5/26/2020

SUBSURFACE EXPLORATION SUMMARY AND DETERMINATION OF GEOTECHNICAL PROPERTIES

Objective: To determine geotechnical properties required to perform geotechnical engineering analyses.
References: 1. Principles of Foundation Engineering, Das, 8th Edition
Subsurface
Explorations: Test Boring B-1, B-2 and B-3 performed on March 21th 2020 by Sviokla Drilling and boring logs provided by the Client.

Assumptions: Following unit weight values were used in analysis. These values were based on typical values for the described

strata in the table below:

Strata Unit Weight (pcf)
Fill 120

Sand 125
Till 130

Calculations: Split spoon blow numbers (SPTs) are converted to N1(60) values using the equations below:

These equations and correlations are as presented in Principles of Foundation Engineering 8th Edition by B. M. Das
where

Ngy = standard penetration number, corrected for field conditions

_ NT,'H M Ms Mg N = measured penetration number

N60 60 ny = hammer efficiency (%)
ny = correction for borehole diameter
7 = sampler correction
M = correction for rod length
1. Variation of 7, 2. Variation of 7,
Country Hammer type Hammer release Ny (%) Diameter
b s .
Japan Donut Free fall 78 l 60-120 | l' 2:5>mCh (63.5 mm)
Donut Rope and pulley 67 diameter
150 1.05
United Sm_lea Safety linue and pulley 60
2
| Donut Rope and pulley I | 200 115
Argentina Donut Rope and pulley 45
China Donut Free fall 60 e —————————1
Donut Rope and pulley 50 SV arktion 6liy
Rod
3. Variati T length
. Variation of 75 - e
Variable 7 =10 1.0
| Standard samplcr 1 | 6-10 095
With liner for dense sand and clay 0.8 4-6 0.85 \ Varies by
With liner for loose sand 09 0-4 075 sample depth
where
(Nl ) 60 — Cn X N60 (N,)g = value of Ny, corrected to a standard value of o7, = p, (= 100 kN/m?)

C, = correction factor

Ngy = value of N obtained from field exploration [Eq. (3.6)]

Seed et al.’s relationship (1975): where

Cy=1-125 luc(%) o' = overburden soil pressure (unit weight x layer height)
Pa = atmopbheric pressure (<2100 psf)
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Embankment Design
31 Harborview Dr Hingham MA

By: Gamze Munden, P.E.

Date: 5/26/2020

¢'(deg) = 27.1 + 0.3(N))gy — 0.00054[(N))go]*

3. Unit weight of water when used for calculating overburden stress is considered as 62.4 pcf.

Unit Weight |Friction Angle| Elastic Modulus,| Poisson's
(pcf) (Deg) E (10° psf) ratio
Strata
Fill 120 30 3 0.25
Sand 125 32 4 0.15
Till 130 36 4.5 0.3

1. Modulus of Elasticity and Poisson's ratio chosenfrom ranging values presented in Publication No. FHWA NHI-05-037

1. Variation value for sampler (ns) and variation for boring diameter (nb) is omitted from the table due to their constant value of 1.

2. Friction Angle (@) value is based on the correlation developed by Peck et. al. (1979) and approximated as an equation by Wolff (1989).

Conclusion: Geotechnical propoerties of the soils encountered during subsurface exploration are defined as follows:

Unit
Boring Sample ID Strata Depth (ft)] N | nh | nr [ N60 | Weight| o' | Cn |N1(60) @
(pcf)

S-1 FILL 1 3 | 45 10.75] 1.69 120 120 |2.6| 4.3 |[28.4

B-1 S-2 3 70| 45 ]10.75] 39.4 120 360 | 2.0 77.1 |47.0
S-3 TILL 5 81| 45 |0.85] 51.6 130 |576.3|1.7| 87.9 |49.3

S-4 7 100| 45 [0.95| 71.3 130 |667.8]1.6|115.6|54.6

S-1 1 9 | 45 |0.75] 5.06 120 120 | 2.6| 12.9 |30.9

S-2 3 4 | 45 |0.75] 2.25 120 360 |2.0] 44 [28.4

B-2 S-3 FILL 5 18 | 45 (0.85| 11.5 120 600 [ 1.7] 19.3 [32.7
S-4 7 18 | 45 [0.95] 12.8 120 840 | 1.5] 19.2 |32.7

S-5 9 13| 45 [0.95| 9.26 120 1080(1.4] 12.6 |130.8

S-6 TILL 11 98 | 45 |1.00] 73.5 130 1430 1.2| 88.8 149.5

S-1 1 12| 45 |0.75| 6.75 120 120 [ 2.6| 17.2 |32.1

S-2 FILL 3 7 | 45 10.75] 3.94 120 360 [2.0] 7.7 |29.4

B-3 S-3 5 13| 45 |0.85| 8.29 120 600 |1.7] 139 (31.2
S-4 SAND 7 16 | 45 [0.95| 11.4 125 875 | 1.5] 16.8 |32.0

S-5 TILL 9 591 45 10.95( 42 130 1170 1.3| 55.4 |42.1

S-6 11 100| 45 [1.00| 75 130 1430 1.2] 90.6 |149.9

Notes:

dated May 2006 and published by U.S. Department of Transportation Federal Highway Administration

Page 2 of 2



APPENDIX E
GEOSTUDIO OUTPUT



Ve

u

viu‘v

1 °g>°

Z5} 0PV, T WP A TTIX b Gl 2 16011

&]

\Y

“u

o (Glu }v

&8 s°, VWi Xi

ST QN ult Dty
>N QW Ul Dpvt
ZATvEW ° W6i

T orwolialtini

dlu° WIWe\i® D
d}os®, VWi XXX 5000
&6 E u°WVRVPZ 'T v

T3 L QN PR T AT T

> A& Twolialtig
>N du Wi WeWEo

01 XV P

Y

Rl

i
D

V)i AC1 U WAXX witu ,Chv]’

0'¢’ XvP’

viu®ving»®
<V WKW It
W, VIWSKW It v €]
D°1Z" WD}, P Vvi® viw] ©
N« VP
& v

TKASKW MY v o X

M40 (T (W vl PvW g
W W]}V (JuwWyibu®] v

»GW,’

=

HVE}

he A P~ Zs>T ", A"YAWE
hvlit “JPZ }(t 1" Wi 8117 66> (

M (

“1° IHUIRUCVIW L1} ZPz

h'° W& D} VEE}

"MK P, C v AR

dé, 6"
N v« vP

~ L ZDYIZ W

dé, 8", v°

Jood (T ATW
Kooull® ] o ° 3} JWE
dvIv , | K }Jvw}v
Tl e v
&}(~ oupo }vK> VWiV ovi
“Ay
"Iut, G« VP
DVJupu A " ° 7> 1I2ZWX L
Epu °,}("4 Wi
& 1}, 1" C1G VA PV * M« VP
D Aupu Epu °,}(N°, IVWI

SV V&I (AWXI T

&av°,
ATV,
} opor® }

D Aupu l°, v

D £ " >u "~ W
D1°,] o
" VvP&®

Y

D} M} Zr }ugu

hvjit *JP2wWii > (

YZ V@ s (

Wi £

Wir W £

WOt W
Witu] SV w

D} oD} Zr }pdu

hvlit *JPawWifi> (

YZ V@ s (

Wi £

Wir W £

Wt WS
Witu©n] svw

do

ey

D} oD} Zr }pdu

hvlit *JP2awWii > (

YZ V@ s (

V@0 £

Wir W £

Wot W
Witu,] S w

viu‘vi g
D} "D} Zr }pgu
hvlit *JP2WiA> (
YZ V@ > (
VW3 £
Wir W £
WOt Wt
Witu©n] SV W

rols AW, (WG

SLdg°W vP

vh TAE

}

VP V' }VA P~ &} (MW
vA,F~ou ~ Wi

11

SLr}ve L}V T WeeXi 110U 11 %M6i o L

Sy Pz 3, v e
SLrive v, utvive
ZIP21 4G ° WY i

WHTUTT L

ZIPZi }}. v 17 WE 63X0iT OLBAX 81 6f L

s YuSTAY R VPZ uphds” 't I @KWt p



ZPzir }v° v, u vV
A T VARS TRV

rol> AW, elulr
SLOSV CWUT L
P2 1}, v WG W L

Witu®r,] >]v*>’

Witu®r,] S i
o

y
SV o L
ST isi L 6 L

A“HZ Irj >} o

M, Z P}
M, Z PV TR Wi (
)W, o

v
y z
ToL| iiTL
ToL| iiiL
AL | PiTL
Al L | Q7L

Vo } u’l ,Q
Eu’W '°“}u’1,C
N« VP
ST AW”
“éuvidz v WL

Wi’

y z
Wivi i iL iiTL
Wi | &L L
Wivi T fioL o6 L

Wivid | i6iL Ofi L
Wivii | i6iL | oL
Wivio | iL ol L
Wivié | iL PiAL
Wvio | 6L ofl L
Wi | fioL | 6oL
Wiviii | i6fiL | 6 L
Wiviii| i6i L [
Wviif | iL L
Wiviii | 6 L o L
Wviid| iioL | oAl
Wiviifi| ToL L
Wiviio| fi L L
Wiviié| i L i18Xi 006 L
Wiviio] ToL ii1X06000 L
Wiviio| i6TRAL| 6L
Wviii | fiTL iiiL
Wiviii| i60L O RITTT L

ZHv
D1°]o Wi’
ZAvi | do oW Wi WaWT Wi Wi 6Lo
ZPvi | "/ vP&o 6BBWI Wi Ui WoWBWWWOoWOWAWOW | 660X6 La
ZPRvi | AV oW Wi Wowi b 110X Le
ZPva iAWoWowo ii0X1 Lo
ZPvi| “u viu®vi o T10EWI fii 1 X Lo

~oly Qo
Ap ML T v VR (SR JvA P

o o
Hoov fol> M, (
A (VB
& 1}, }(~ (10560
S} quu° Vi X1 636 Li
t *JPZIVBIGT fXifi00 0
Z'T vPD}u°vIWWai BiiX¥o(|L
A VvPD}u°vIW@a Boi X0 (| L
Z'] VP&, °ViWi1 Xi6oi o (
A VP&, Wi Xii60(
A ZVIWY(BA P (7
“ AEWE 68X006T OUHAX 8T 6 O L
“w,OMITUTT L
Z "~ Vi 561106 L
SvI® W 111001 11 LAGOXI 630 L

/\q) /\q o

y z W W CEh,u oM &) Yv 0N, vRZ| }ZIR M VRZ| Ap jva,vRZ D I°]o
A0 | (1TXi0MOL | 66%001 11 L| ri636%60> ( | (10011105 ( SX06M6 > ( > i U viu“vi &a
AT | 11Mo8i60L | 60%6i111 L| riBO6XITi > (| 110616105 ( TIX01161 > ( i i ( u viu“vido
7" T | (10X6160L | 660006061 L | ri @i oo > (| 30Xi0n6d> " ( 1 X1 6M66> " ( 5 i u viu‘vido
~3° 6 oL | i GOdRi17 > (| 00RGdNT > ( 3300 AT 15 ( i i U viu“vi &al
4 ° A g T G 3X5i T > (| 6 X1 61 68>"( X i'( i5'( i5'( “u viu‘vi g
74° 0 | i1AX0I6L | 63XGI1TAL | rf @OAXEn0>' (| BM%odl 60> ( o3 i 371> ( 5 1 U viu“vi go)
~4° 6 | 116%0000L | 61 X108 L| riWooXios'( | i16%1110> ( GIXAITTA> ( i i U viu“vi &al
~4° 06 | (1110600 L| 61 %n0080L | riWioXoon> (| 1i0%660> ( 8161 6361 > ( i ( i ( “u_viu“vi&a)




G0 | TTTX8060L | 6f XiolodL | ri W6 Xioad>' (| 111 Xilfd>'( 060X1 1 700> " ( i>'( i>'( “u_ viu'vi go
A4 i1 | (1AX06iOL | 61%106i11 L| riWioXaii> (| i6%60f0> ( 51 01 1600 ( 5 ( i ( “u viu“vi&a
AT | TTORIoTdL i Woi ¥oTT >’ (| 180X >'( OGOX61 116>’ ( i57°( i57( u viu’vi &o
~G° 1T | 1100 AN L Wi X1 68> (| 17 X1 061 > ( 11120601 0> ( i ( i ( “u_viu“vi&al
AG° T 111 X086 L i WANDGITT > (| 1700110605 ( 110105 ( is( is( “u viu“vi&al
~4° 5] 1105%0i00L Wi X071 0> (| 101 X0i 7d> " ( 716X6066> " ( i ( i ( U viuvi ga)
QiR | TTOXTTIAL 680X 881 >’ ( iof X6106>"( P10%1i1>"( i5'( i5'( u viu’vi g
Ad° 10| (100miT L 050X 153> (| 101 0071 > 116%i 611 > ( i( i ( “u viu“vi&a
~j°i6] isiXxoiaL 030X 1 01 05" (| 10161 613> ( i ( i5( U viuvi gal
NG ° 6| i68Xiin0L r600X1 6i i >' (| 1ABXETT 0> ( i10X%8i 66> ( i57°( 157 ( u viu’vi &o
Ad° 16| §00%i66f L oMl Xi 088> (| {AX1 616> ( 118%061 6i > ( i ( is( “u viu“viga
g i 161 187 000> P11 XAgii > ( i ( i57( u viu’vi go
QTP | AT X061 L rORMN AT > ( 60X 600038 > " ( 157°( 157 ( u viu’vi &o
Ad° 17| (nOXiGioL 161 6X 6660 ' ( 31 266671 0> ( is( i ( “u viu“vi&al
AQ ° 1T | 1008 L 1o YRR >’ 61 X1 1600> " ( i ( i57( “u_ viu‘vi 8o
g 18| iAGXORoI L rfil GX 66fi > ( o1 661 i57°( i57( u viu’vi &o
A ° T | 7oi i 0L rd6fX 8616 > ' ( i5'( i>'( “u_ vliuvi go
~Q° 70| i0iXai60L 131 1 X 6080 > ( i ( i57( “u viu‘vi 8o
16 11 60X 61 &>" (| 00X 160> ( i57°( i57( u viu’vi &o
~4° 70 i 30X 3611 >' (| il X001 7> ( 15 ( i ( “u_viu“vi&al
AG° 16| (6IXTinlL| GOXTiait L| rii6xiiiis' (| i1%60008> ( 716601 00> ( is( is( “u viu“vi&a
~4° i1 | 6101 00L | GMX006i i L| ri 06X noni >’ (| 11 00i 8> ( GX161616>( i ( i ( U viuvi ga)




Materials

[0 Embankment Fill
[J Existing Fill

[J Sand

& Till

1.974

Factor of Safety

W 1.974-2.074
M 2.074-2.174
(12174 -2274
[ 2.274-2.374
[0 2.374-2.474
[ 2474 -2574
[0 2.574 - 2.674
[0 2.674-2.774
W 2774 -2874
M >24874




Materials

[0 Embankment Fill
[J Existing Fill

[J Sand

& Till

Factor of Safety

M 2211-2.311
M 2.311-2.411
[12.411-25M11
1 2.511-2.611
0 2611-2.711
[ 2.711 - 2.811
0 2.811-2.911
[ 2.911 - 3.011
M 3.011-3.111
=311
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Y-Displacement

[ <-0.012--0.01ft
[]-0.01--0.008 ft
[] -0.008 - -0.006 ft
] -0.006 - -0.004 ft
[J -0.004 - -0.002 ft
[]-0.002 -0 ft
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SECTION 02300

EARTHWORK

PART 1 - GENERAL

1.01 WORK INCLUDED

A.

Under this Section, the Contractor shall furnish all labor, materials, equipment and
transportation required to complete Earthwork as indicated on the drawings, as
designated by the Owner’s Representative, or as specified herein, to complete all
proposed work.

The Contractor or Sub-contractor must have a minimum of five (5) years of
experience working on a similar size of this project.

Without limiting the generality thereof, Earthwork shall include excavating,
furnishing borrow materials as necessary, and backfilling for the construction of all
proposed work from existing grades to finished grades. Work shall include the
removal of unclassified material, such as bituminous pavements, curbs, ledge and
boulders under one (1) cubic yard in size, concrete, reinforced and plain, structures,
and metal or wood posts; and unsuitable materials of every nature throughout the
site within twelve (12) inches below finished subgrade elevations for proposed
work or as indicated or required for new construction; transportation of the
excavated materials; backfilling to proposed base course subgrades with approved
excavated and/or furnished materials; and the legal disposal of unsuitable, and/or
surplus excavated materials.

Work under this Section shall include the furnishing of all borrow materials
required to complete the proposed work as designed. Where "processed gravel”,
"gravel borrow", or "gravel" is indicated in the specifications or on the drawings,
only gravel conforming to this section of the specifications may be utilized.

The Contractor shall make excavations of normal depth in earth for trenches and
structures, shall backfill and compact such excavations to the extent necessary, shall
furnish the necessary material and construct embankments and fills, and shall make
miscellaneous earth excavations and do miscellaneous grading.

1.02 RELATED WORK

A.

B

Special Conditions, PERMITS
Section 01570, ENVIRONMENTAL PROTECTION

31 Harborview Drive
Hingham, Massachusetts

02300-1
EARTHWORK



1.03 REFERENCES

AASHTO - American Association of State Highway and Transportation Officials (tests or
specifications). AASHTO or AASHO

AWWA - American Waterworks Association
American Society for Testing and Materials (ASTM)

ASTM C131 Test Method for Resistance to Degradation of Small Size Coarse
Aggregate by Abrasion and Impact in the Los Angeles Machine.
ASTM C136 Method for Sieve Analysis of Fine and Coarse Aggregates.

ASTM C330 Specification for Lightweight Aggregate for Structural Concrete.
ASTM DI 556 Test Method for Density of Soil in Place by the Sand Cone Method.

ASTM D1557 Test Methods for Moisture-density Relations of Soils and
Soil Aggregate Mixtures Using Ten-pound (10 Lb.) Hammer and
Eighteen-inch (18") Drop.

ASTM D2922 Test Methods for Density of Soil and Soil-aggregate in Place by
Nuclear Methods (Shallow Depth).

Commonwealth of Massachusetts Highway Department Standard Specification for
Highways and Bridges.

Code of Massachusetts Regulations (CMR) 310.40.0032 Contaminated Media and
Contaminated Debris

Code of Massachusetts Regulations (CMR) 520 CMR 1400 Excavation & Trench Safety
Regulations.

1.04 SUBMITTALS: IN ACCORDANCE WITH REQUIREMENTS OF GENERAL
SPECIFICATIONS, SUBMIT THE FOLLOWING

Samples of all materials proposed for the project shall be submitted to the Owner’s

Representative for review. Size of the samples shall be as approved by the Owner’s
Representative.

1.05 PROTECTION OF EXISTING PROPERTY

A.  The work shall be executed in such manner as to prevent any damage to facilities at the site
and adjacent property and existing improvements, such as but not limited to parking areas,
curbs, paving, service utility lines, structures, monuments, bench marks, observation wells,
and other public or private property. Protect existing improvements from damage caused

by settlement, lateral movements, undermining, washout and other hazards created by
earthwork operations.

31 Harborview Drive
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B.  In case of any damage or injury caused in the performance of the work, the Contractor shall, at
its own expense, make good such damage or injury to the satisfaction of, and without cost
to, the Owner. Existing roads, sidewalks, and curbs damaged during the project work shall
be repaired or replaced to at least the condition that existed at the start of operations. The
Contractor shall replace, at his own cost, existing benchmarks, observation wells,
monuments, and other reference points, which are disturbed or destroyed.

C.  Buried drainage structures and pipes, observation wells and piezometers, including those
which project less than eighteen inches (18") above grade, which are subject to damage
from construction equipment shall be clearly marked to indicate the hazard. Markers shall
indicate limits of danger areas, by means which will be clearly visible to operators of trucks
and other construction equipment, and shall be maintained at all times until completion of
project.

1.06 DRAINAGE

A. The Contractor shall provide, at its own expense, adequate drainage facilities to
complete all work items in an acceptable manner. Drainage shall be done in a manner so
that runoff will not adversely affect construction procedures or cause excessive disturbance
of underlying natural ground or abutting properties. All work shall be done in the dry.

1.07 FROST PROTECTION AND SNOW REMOVAL

A.  The Contractor shall, at its own expense, keep earthwork operations clear and free of
accumulations of snow as required to carry out the work.

B. The Contractor shall protect the subgrade beneath new structures and pipes from frost
penetration when freezing temperatures are expected.

1.08 SPECIAL REQUIREMENTS

A.  The sequence of all excavation operations shall be such as to insure the most efficient
re-use of suitable excavated materials and the use of a minimum amount of specified
borrow.

B.  The Contractor shall inform and satisfy himself as to the character, quantity, and
distribution of all material to be excavated. No payment will be made for the placement of
any excavated material which is used for purposes other than those designated and as
specified herein. Further, these shall be removed at no cost to the Owner if so approved
by the Owner’s Representative.

C. The Owner’s Representative shall have final determination over the excavation, moving,
placing and disposition of all materials, and shall determine the suitability of materials to
be placed in excavated areas.

31 Harborview Drive
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All backfill to subgrade, shall be compacted to not less than ninety-five percent (95%) of
the maximum dry density of the material as determined by the Standard AASHTO Test
Designation T-180-86, Modified Proctor Test.

Unsuitable and/or excess excavated materials shall be removed and properly disposed of in
legal disposal areas off the site at no additional cost to the Owner.

Exploratory excavation to locate existing utilities or obstructions, shall be at the
Contractor's discretion to assist him in the work of this project and no extra payment shall
be made for such verification. Although extra payment is not considered, lack of such
payment does not constitute a waiver of the Contractor's responsibility to verify all utilities.
The contractor must ensure verification of existing services and ensure the safety of the
Contractor's work forces.

PART 2 - PRODUCTS:

201

A

BORROW MATERIALS

Excavated topsoil and furnished topsoil to cannot be utilized for sodding, seeding and
landscaping.

Gravel Borrow shall be as specified under paragraph 2.03 of these Specifications and shall
be utilized whenever gravel is noted, including beneath pavements and structural elements
unless otherwise noted.

Although suitable excavated backfill materials may be reused to fill to subgrade as
specified herein, if there are insufficient quantities of materials available the Contractor
shall furnish Suitable Backfill as specified in paragraph 2.02A below.

Where Sand Borrow is required, materials shall conform to Section M1.04.1 of the
Massachusetts Standard Specifications. Utilize Sand Borrow as necessary for regarding
subgrade.

31 Harborview Drive
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2P  SUITABLE ON SITE BACKFILL

A.  All other materials to be placed where Specifications or Drawings call for "fill,"
"backfilling," or "filling" to subgrade, shall be natural soil, well-graded and free from all
organic weak, compressible, and frozen materials, and shall contain no stone larger than
four (4) inches in maximum dimension. It shall be of such nature and character that it can
be dried and compacted and shall be free of all expansive materials (such as high plastic
clays) and of materials subject to decay, decomposition, or dissolution, and shall conform
to the following gradations:

U.S. Sieve No.Total Percent Passing by Weight

3inch 100
#40 0-50
#200 0-25
B. If, sufficient suitable fill material is not available from excavations under this Contract, to

complete filling to subgrades as specified above, additional fill, as specified under
paragraph 2.02A above, shall be furnished by the Contractor from other sources at no
additional cost. Excavated material from the site, and furnished material for use as
Suitable Backfill, shall be deemed suitable only if they meet the requirements of
paragraph 2.02A above, can be properly compacted, and are satisfactory to the Engineer.

C. Use Suitable Backfill compacted as specified for general grading as backfill except as
specified herein; fill to sub-grades of proposed work where shown.

28 MATERIALS:
A GRAVEL BORROW:

Gravel Borrow shall satisfy the requirements listed in MASSDOT Specification Section
M1.03.0, Type b.

B. MODIFIED ROCKFILL

Where required, crushed stone/riprap must be Modified rockfill as described in
MassDOT specifications (2020) and shall consist of hard, durable angular shaped
stones which are the product of the primary crushing of a stone crusher. Rounded stone,
boulders, sandstone and similar soft stone or relatively thin slabs will not be acceptable.
Stone shall be free from overburden, spoil, shale, organic material and meet the
following gradation:

Size of Stone (in.) Passing Percentages

8 95-100
4 0-25
2> 0-5
31 Harborview Drive
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C. SAND BORROW:

Sand borrow for pipe bedding sand. This is not the sand indicated for soil amendments.
Sand Borrow shall satisfy the requirements listed in MASSDOT Specification Section
M1.04.0.

D. BACKFILL MATERIALS:

1.Class B Backfill:

Class B backfill shall be granular, well graded friable soil; free of rubbish, ice, snow,
tree stumps, roots, clay and organic matter; with 30 percent or less passing the No. 200
sieve; no stone greater than two-third (2/3) loose lift thickness, or six inches, whichever is
smaller.

2. Select Backfill:

Select backfill shall be granular, well graded friable soil, free of rubbish, ice, snow, tree
stumps, roots, clay and organic matter, and other deleterious or organic material;
graded within the following limits:

Sieve Size Percent Finer by Weight
3" 100

No. 10 30-95

No. 40 10-70

No. 200 0-10

E. PROCESSED GRAVEL:

i Processed gravel shall consist of inert material that is hard, durable stone and coarse
sand, free from loam and clay, surface coatings and deleterious materials. The coarse
aggregate shall have a percentage of wear, by the Los Angeles Abrasion Test, of not
more than 50.

2. The gradation shall meet the following requirements:_

Sieve Designation Percentage Passing
3in. 100

11/2in. 70-100

1/4 in. 50-85

No. 4 30-60

31 Harborview Drive
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No. 200 0-10

The approved source of bank-run gravel material shall be processed by mechanical
means. The equipment for producing crushed gravel shall be of adequate size with
sufficient adjustments to produce the desired materials. The processed material shall
be stockpiled in such a manner to minimize segregation of particle sizes. All
processed gravel shall come from approved stockpiles.

PART 3 - EXECUTION

3.01 DISTURBANCE OF EXCAVATED AND FILLED AREAS DURING CONSTRUCTION:

A. Contractor shall take the necessary steps to avoid disturbance of subgrade during
excavation and filling operations, including restricting the use of certain types of
construction equipment and their movement over sensitive or unstable materials,
dewatering and other acceptable control measures.

3.02 EXCAVATION:

A. GENERAL:

1.

The Contractor shall perform all work of any nature and description required to
accomplish the work as shown on the Drawings and as specified.

Excavations, unless otherwise required by the Owner’s Representative, shall be
carried only to the depths and limits shown on the Drawings. Contractor is
responsible to utilize only low ground pressure equipment throughout the process of
construction.

Prior to construction contractor shall submit a list of all earth moving equipment
they intend to use on the site for approval. At no point during construction shall the
contractor use unapproved equipment that may lead to unnecessary soil compaction.
If so the contractor shall at their cost relieve all the compacted areas at the Owner’s
Representatives discretion.

In all excavation areas, the Contractor shall strip the surficial topsoil layer and
underlying subsoil layer separate from underlying soils.

The Contractor shall follow a construction procedure, which permits visual
identification of stable natural ground. Where groundwater is encountered, the size
of the open excavation shall be limited to that which can be handled by the
Contractor's chosen method of dewatering and which will allow visual observation of
the bottom and backfill in the dry.

The Contractor shall excavate unsuitable materials to stable natural ground where
encountered at proposed excavation subgrade, as approved by the Owner’s
Representative. Unsuitable material includes topsoil, loam, peat, other organic

31 Harborview Drive
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10.

11.

12.

13.

14.

materials, snow, ice, and trash. Unless specified elsewhere or otherwise approved
by the Owner’s Representative, areas where unsuitable materials have been
excavated to stable ground shall be backfilled with compacted special bedding
materials or crushed stone wrapped all around in non-woven filter fabric.

When the plans require excavation in areas in proximity to existing sidewalks,
structures and utilities, it shall be the responsibility of the Contractor, at his own
expense, to provide adequate and suitable drainage away from proposed work and
existing features or use other satisfactory means and methods to protect and
maintain the stability of such construction within or adjacent to the limits of work.

Protect all existing trees, shrubs or other plan referenced features to remain. Hand
excavate around all items to remain including tree roots or where utilities must be
verified. Exposed tree roots shall be immediately covered with Loam Borrow in
accordance with these specifications.

No roots greater than two (2) inches in diameter shall be cut from trees to remain
without approval of the Owner’s Representative. Roots greater than one (1) inch in
diameter that are cut or broken shall be promptly pruned to a smooth clean cut and
painted with an approved compound.

Any removal of existing facilities required in order to achieve the excavation to
proceed, such as fences, walls, walkways, etc., shall be accomplished by the
Contractor at no additional cost to the owner. Restoration of these facilities shall be
to a condition equal to that before removal, and safe and operational to the
satisfaction of the Owner’s Representative.

Excavation shall be performed to the lines, grades, and elevations shown on the
plans or as approved by the Owner’s Representative, and shall be made in such a
manner that the requirements for formation of the subgrade can be followed.

No excavation shall be started until the Owner’s Representative has reviewed and
acknowledged the area of proposed construction. All material encountered, of
whatever nature within the limits indicated, shall be removed and disposed of as
approved. During the process of excavation, the grade shall be maintained in such
condition that it will be well drained at all times.

The planes at the bottom of the excavation (in cut), or the top of the fill, when
completed, shall be known as the subgrade, and shall be true to the lines, grades and
cross section shown on the plans, to allow proposed work (base courses and
finished courses) to be completed.

All unsuitable excavated material shall be legally disposed of outside of, and away
from, the project limits. All suitable excavated material deemed surplus by the
Owner’s Representative shall become the property of the Contractor and shall be
properly removed from the site.

31 Harborview Drive
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15.

16.

17.

18.

19.

20.

21.

Fills to subgrade level shall be formed of successive layers not exceeding six (6)
inches in depth and each layer shall be compacted to not less than 95 percent of
maximum dry density of the material as determined by the standard AASHTO Test
Designation T-180-86, Modified Proctor Test.

No additional payment will be made for materials removed, manipulated or
replaced by the Contractor in order to obtain the specified density. Any removal,
manipulation, aerating, replacement and re-compaction of materials necessary to
obtain the required density shall be considered as incidental to the excavation and
compaction operations and shall be performed by the Contractor at no additional
cost.

After the areas to receive topoil have been brought to subgrade, and immediately
prior to placing and spreading such material, the subgrade shall be loosened by
discing to a depth of at least three inches to permit bonding of the finished
material to the subgrade material. Then place and spread the loam borrow to the
depths required by the Drawings to establish finish grades.

Protect all existing areas against damage due to the work under this Contract, and
perform all repair and replacement work to any such areas which are damaged
hereunder.

No extra work shall be initiated without notification of the Owner’s Representative
in writing, and the written approval of the Owner’s Representative in response.

The Contractor shall be responsible for any and all pumping or bailing necessary to
complete his operations, and to keep all areas sufficiently dry to guarantee
compaction in accordance with the specifications.

Where insufficient suitable materials of any kind exist on site for incorporation into
the proposed work within proposed work lines, the Contractor shall furnish
materials from off site, as necessary and in accordance with these specifications, at
no additional cost to the Owner.

C. EXCAVATION NEAR EXISTING STRUCTURES:

1

Attention is directed to the fact that there are pipes, manholes, drains, and other
utilities in certain locations. An attempt has been made to locate all utilities on the
drawings, but the completeness or accuracy of the given information is not
guaranteed. The contractor is responsible for contacting dig safe and appropriate
municipal departments prior to construction operations begin to indicate general
location of all utilities.

As the excavation approaches pipes, conduits, or other underground structures,
digging by machinery shall be discontinued and excavation shall be done by means of
hand tools, as required. Such manual excavation, when incidental to normal

31 Harborview Drive
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excavation, shall be included in the work to be done under items involving normal
excavation.

Where determination of the exact location of a pipe or other underground structure is
necessary for properly performing the work, the Contractor shall excavate test pits to
determine the locations.

D. TRENCH HAND EXCAVATION

When approaching the vicinity of significant tree roots, underground pipes,
conduits, or other structures, or any suspected functioning underground features,
digging by machinery shall be discontinued and the excavation shall be done by
hand. Hand excavation shall also be undertaken when so approved by the Owner’s
Representative. Such hand excavation shall be considered incidental to the trench
excavation and no additional compensation will be allowed.

Protection of Existing Structures - All existing pipes, conduits, poles, wires, fences,
curbing, property line markers, and other structures which, in the opinion of the
Owner’s Representative, are not required to be changed in location, shall be
carefully supported and protected from injury by the Contractor, and in case of
damage, they shall be restored by the Contractor without additional compensation,
to as good a condition as that in which they were found.

3.03 BACKFILL PLACEMENT AND COMPACTION:

A. GENERAL.:

A.  Prior to backfilling, the Contractor shall compact the exposed natural subgrade tothe
densities as specified herein.

B.  All subgrade must be flattened to the extend possible, existing slopes benched
accordingly with OSHA guidelines and all fill material to be removed from the
bottom prior to construction.

C. Where embankment is to be placed against existing earth slopes, steeper than 3to 1,
the slope shall be broken up into steps of random width as the fill is placed in order
to provide a suitable bond between the existing ground and the new embankment.

D. If subsurface conditions different than what is shown on this plan and accompanying
reports are encountered during construction, the engineer of the record must be
connected immediately.

E. Fill material shall be placed and compacted in uniform layers not exceeding 12 in. in

depth, loose measurement; each layer of material shall be spread on the entire width
of the embankment and leveled off by approved equipment.

F.  After approval of subgrade by the Owner’s Representative, the Contractor shall
backfill areas to required contours and elevations with specified materials.

31 Harborview Drive
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G.  The Contractor shall place and compact materials to the specified density in
continuous horizontal layers. The degree of compaction shall be based on maximum
dry density as determined by ASTM Test D1557, Method C. The minimum degree
of compaction for fill placed shall be as follows:

Percent of

Location Maximum Density
Below pipe centerline 95
Above pipe centerline 92
Below pavement (upper 3 ft.) 95
Embankments 95
Below pipe in embankments 95

31 Harborview Drive
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Adjacent to structures 92

Below structures 95

H.  The Owner’s Representative reserves the right to test backfill for conformance to the
specifications and Contractor shall assist as required to obtain the information.
Compaction testing will be performed by the Owner’s Representative or by an
inspection laboratory designated by the Owner’s Representative, engaged and paid
for by the Owner. If test results indicate work does not conform to specification
requirements, the Contractor shall remove or correct the defective Work by
recompacting where appropriate or replacing as necessary and approved by the
Owner’s Representative, to bring the work into compliance, at no additional cost to the
Owner. All backfilled materials under structures and buildings shall be field tested
for compliance with the requirements of this specification.

l. The Contractor shall remove loam and topsoil, loose vegetation, stumps, large roots,
etc., from areas upon which embankments will be built or areas where material will be
placed for grading. The subgrade shall be shaped as indicated on the Drawings and
shall be prepared by forking, furrowing, or plowing so that the first layer of the fill
material placed on the subgrade will be well bonded to the subgrade.

3.04 DISPOSAL OF SURPLUS MATERIALS:

A.Surplus excavated materials, which are acceptable to the Owner’s Representative, shall be
used to backfill normal excavations in rock or to replace other materials unacceptable for
use as backfill. Upon written approval of the Owner’s Representative, surplus excavated
materials shall be neatly deposited and graded so as to make or widen fills, flatten side
slopes, or fill depressions; or shall be neatly deposited for other purposes as indicated by
the Owner, within its jurisdictional limits; all at no additional cost to the Owner.

B. Surplus excavated material not needed as specified above shall be hauled away and
disposed of by the Contractor at no additional cost to the Owner, at appropriate locations,
and in accordance with arrangements made by him. Disposal of all rubble shall be in
accordance with all applicable local, state and federal regulations.

C. No excavated material shall be removed from the site of the work or disposed of by the
Contractor unless approved by the Owner’s Representative.

D. The Contractor shall comply with Massachusetts regulations (310 CMR 40.0032) that
govern the removal and disposal of surplus excavated materials. Materials, including
contaminated soils, having concentrations of oil or hazardous materials less than an
otherwise Reportable Concentration and that are not a hazardous waste, may not be
disposed of at locations where concentrations of oil and/or hazardous material at the
receiving site are significantly lower than the levels of those oil and /or hazardous materials
present in the soil being disposed or reused.
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E. Soil testing, if required, for all materials to be reused on-site or removed and disposed of
offsite, shall be the responsibility of the contractor. The town reserves the right to obtain
its own test results from the same sample as the contractor without penalties to the owner.
The contractor is required to obtain a large enough sample to divide with the owner for
this proposes.

- - - END OF SECTION - - -
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01570
ENVIRONMENTAL PROTECTION

PART 1 GENERAL
1.1 SUMMARY

A. Review exposure to possible environmental problems with Owner. Establish procedures and discipline
among tradesmen and provide needed facilities, which will protect against environmental problems (pollution
of air, water and soil, excessive noise, and similar problems).

1.2 WATER AND AIR POLLUTION

A. The Contractor shall exercise every reasonable precaution throughout the life of the project to prevent
pollution of rivers, streams, and bodies of water. Pollutants such as chemicals, fuels, lubricants, bitumens, raw
sewage, and other harmful waste shall not be discharged into or alongside of rivers, streams, and bodies of
water or into natural or manmade channels leading thereto.

B. Contractor shall provide for the drainage of stormwater and such water as may be applied or discharged on
the site in performance of the Work. Drainage facilities shall be adequate to prevent damage to the Work, the
site, and adjacent property.

C. The Contractor shall comply with all State or local air pollution regulations throughout the life of the
project.

1.3 WASTEWATER FLOW

A. The Contractor shall conduct his operations in manner and sequence, which will provide for the continued
transportation of wastewater flows during construction. Contractor shall take all actions required to prevent
discharge of sewer flow from the system to the ground or any stream. Any construction actions that impede or
interrupt flow shall be carefully executed and monitored to prevent surcharging and overflow.

PART 2 PRODUCTS

Not Used

PART 3 EXECUTION

Not Used

END OF SECTION 01570

31 Harborview Drive
Hingham, Massachusetts
01570-1
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